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The Institute of Chartereficcountants of India

PROJECT INFORMATION

Project:Construction ofnstitutional Building atPLOT NO. 05, SECTOR 05, IMT MANESAR, GURUGRAM

EMPLOYER: The Institute of Chartered Accountants of India

Head Office : ICAl BHAWAN, Post Box No. 7100,
Indraprastha MargNew Delhii 110 002
Ph 0117 39893989 Fax: 01130110581

Branch : Gurugram
Extent of Site: As per the Site Plan attached with the document
Location of Site: PLOT NO. 05, SECTOR 05, IMT MNESAR, GURUGRAM
Existing Conditions: (To Be Verified By Contractor)
Terrain: (As per site)
Nature of Soil: (As per existing site conditiofSOIL REPORTJ
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SECTION | - INVITATION TO BID

Tender Ref. no: ICAI/Civil/ Instbldg/Manesarf2020/01

Sealed item rate tenders are invited in two bid system (Technical bid and Price bid) on behalf of The Insi
Chartered Accountants of India (ICAIl), for the Constructiomnstitutioral Building at PLOT NO. 05, SECTOR
05, IMT MANESAR, GURUGRAM from eligible Contractors with similar experience and duly filled in bids w
be received at ICABranchOffice.

A complete set of Tender document may be obtained by any interested Bidder on submission of a
application tothe Chairman Gurugram Branclof NIRC of ICAIl, 2A, Second Floor, The Pavillion
Behind Misaki Express, Sec 14, MG Ro&iirugram, Haryanrd22001 and on payment of tender feé
Rs 5,000/ plus 18% GST in the form of a DD/Pay Order in favor of Secretariie Institute of Chartered
Accountants of Indigpayable at New Delhon any working dayrom 20/01/2020to 12/02/2020during
10:00 Hrs to 16:00 Hrs. Only one set of tender documents will be issued to one Bigldadditional
charge of Rs. 500for postage to be paid, if the tendiercuments are requested by post.

Also, Tender document may be downloaded from IC&bvsite www.icaigurugram.orq, www.icai.orq &
www.nirc-icai.org. The link of the tender document is also available on the official websi@Adf The Bidders
downloading the document from website will have to enclose DD/ pay ord&tsfé,000/ plus 18% GST in
favor of Gecretary, ICAbpayable atNew Delh towards the cost of Tender document along with tender, fail
which, the tender will be summarily rejected.

Proposed Area Earnest . Lo .
: Time of Completion inclusive of
of Construction Money ) :
S.No. Name of work (in sqft) Deposit rainy periods
9 (Rps ) and holidays (months)

Construction of Institutiona
Building atPLOT NO. 05,

SECTOR 05, IMT 58,793.94 26,65,000.00 | 12 (TWELVE) MONTHS
MANESAR, GURUGRAM

Bidder can quote subject to fulfilling the eligibility criteria and other normsdaien/prescribed in the
tender documents.
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RELEVANT INFORMATION AT A GLANCE

Name of work: Constructionof Institutioral Building at PLOT
NO. 05, SECTOR 05, IMT MANESAR,
GURUGRAM

A. Cost of Tender Documents: Rs 5,000- plus 18% GST, in the form of
DD/PayOrderfavoringfi S e ¢ r e t l@stitute,
of Chartered Accountants of Indigpayable at
fiD e | PAn additional charge of R$H004 for
postage to be paidf, the tender documents are
requesed by post. ICAl would not be
responsible for delays in post.

B. Date of Commencement 8fale of Tender document: 20/01/2020

C. Address from where Tender document can be obtained:ChairmanGurugram Branch of NIRC of
ICAI, 2A, Second Floor, The Pavillion,
Behind Misaki Express, Sec 14, MG Road,
Gurugram, Haryana22001
Also, Tender document may be downloaded
from ICAI web sitewww.icai.org. The link
of the tender document is also available on
the official website of CAL.

D. Last date and time up to whitltank Tender forms

will be issued: 12/02/2020up to 16 :00 Hrs.

PreBid Meeting will ke held on: 31/01/2020 at 11:00 Hrs. at ICAl BHAWAN,
Post Box No. 7100, Indraprastha Marg, New
Delhii 110 002

E. Last Date &time of receipt ofender: 12/02/2020up to 17:00 Hrs.

Place of submission of tender: Gurugram Branch of NIRC of ICAI, 2A, Second
Floor, The Pavillion, Behind Misaki Express, Sgc
14, MG Road, Gurugram, Haryad22001

F. Date, time and place of openiof

Envelope No.1 technical Bid 13/02/2020at 15:00 Hrs.
ICAl BHAWAN, Post Box No. 7100,
Indraprastha Marg, New Delhi110 002

G. Bid validity period: The offer of the Contractor shall remain valid
for a period of minimum 90 days from the date
of opening of tender and thereafter until it is
withdrawn by theContractor. The Bid security
accompanying theid shall be valid for 30 days
beyond the bid validity period

H. Performance Security Deposit: 5% of the accepted tender project value to be

depositedbefore staihg of the work.

I. Retention Money: 10% of Contract Value, to be deducted 1&%
from eachRA bill.

Th

ICAI at its sole discretion and without assigning any reason thereof reserves the right to accept and/or reject any
all bids. Further, ICAI does not bind itself to accept the lowest bid and also reserves the right to award thie entir

work or part thereof tany one or more Bidders at its sole discretion without assigning any reason thereof.
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SECTION - II: GENERAL INSTRUCTIONS TO TENDERERS

1. GENERAL INSTRUCTIONS
1.1 The Invitation to Bid shall fornpart of the Contract.

1.2 The Tenderers shall check the number of pages of all the documents and should they find anythin
missing or unclear, they must notify Employer at once for clarification. abdlitiy for errors in the tender
resulting from failure to check the documents will be accepted. Should any clarification, addition,
alteration or amendments to the drawings or specification be necessary during the tender period| then
will be a part ofthe contract in the form of an addendum. Such addendum must be clarified by the
CONTRACTOR and those addendum will be a part of the tender document. The Tenderer has tc
incorporate the entire addendum as and where applicable and the tender not incorpithatad
addendum is liable to be rejected.

1.3 In the event of Tenderer not submitting the tender for the work, the blank Tender document together witt
all the enclosures must be returned immediately.

1.4 The Tenderers must understand that the quantities tharkwsll of quantities for respective items are not
the final / actual quantities to be executed. These are only estimated quantities. These quantities gre liak
to alteration, omission, deletion or addition at the discretion of the Architect/ EMPLOYiERutv
affecting the terms of the contract. Nothing extra will be paid on this account.

1.5 Before tendering, in the ptdad meeting, the Tenderer shall satisfy himself fully regarding the nature of
the work and get required clarifications from the EMPLOYH¥ plea with respect to want of
information or clarification on any particular point shall be entertained after the tender has been recegived.

1.6 Each page of the tender document is required to be signed and dated by the Tenderer's adthoriz
representative.

(i) If the tender has to be submitted by a partnership firm it should be signed by all the partners o1 by the
partner who has the necessary authority on behalf of the firm to enter into the contract and the tende
document shall be submitted along with spolwver of attorney.

(i) If the tender has to be signed on behalf of company incorporated under Companibaittshall
be signed by the Managing Director or one of the Directors duly authorized in this behalf, by
resolution of Board of Directors of the @pany. A copy of the Memorandum and Articles of
Association of the company should also be submitted along with the tender.

1.7 The signature and the address of the authorized person signing the tender document must be attested
one witness. The withess must a person of status and propriety. His name, occupation and address
should be stated clearly below their signature.

1.8 Along with the submission of tender, the Tenderer shall indicate the name(s) of the authorized
representative who would be responsibhel authorized to discuss, negotiate and provide clarification
and receive instruction from the Architect/ EMPLOYER during and the post tender stage.

1.9 All parts of Tender documents including drawings, formats, addendums etc, should be submitted duly
signed and stamped.

1.10The Tenderer shall fill in the rates and amount both in figures as well as in words. The amount for eacl
item should be worked out amataled

(i) The rates, amounts and all other entries inTtarderdocuments shall be writtdoy hand inink
only.

(i) All corrections should be attested by the Tenderer with his dated initials as many times ps the
corrections occur.

(i) Any tender with unattested overwriting or corrections is liable to be rejected.
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1.11

1.12Request For Information

1.13

1.14

1.15

1.16

1.17

1.18

1.19

1.20

1.21

1.22

(iv) Arithmetical errors in filling the rate and amountll be incorporated as follows:
a.While filling the rates the rate in words will supersede the numerical rate.
b.Totaling of amount will be corrected clearly on the basis of arithmetical rules.

c. In case of error in totaling, rate given in words will prevaitl dender value will be corrected

accordingly.

Tenderer should not make any alteration in the Tender document including Instructions to Ten

derers

the Conditions of Contract, the Drawings, Specifications and Quantities. If at any stage, it is found that

alterations (s) are made, the tender shall be liable to be rejected and EMD shall be forfeited.

No oral request will be entertained; however, information will be given on written requests
following:

(i) Ambiguity / Clarification in conditions, specifications, drawings, Bill of Quantities, site etc.
(i) Regarding items of works which are included in the tender and / or regarding items of works
Tenderer considers shall be included to complete the work in all respect.

Within Fifteen days of issue of Letter of Intent/ Work Order by the EMPLOYER, the Tenderer
sign the necessary agreement.

The date of start of work shall be assumed as Ten (10) days after the date of issue of Letter o

Work Order, or handing over dhe site, whichever is later. Within this period the CONTRACTOR

must handover, a Non Judicial Stamp Paper of the specified value to execute the agreemen
representative of the EMPLOYER.

The CONTRACTOR is bound by thates;he quotes for the vanrs items irrespective of quantities

mentioned in the tender. No revision in rates will be allowed due to variation, alteration, omis
modifications of the quantities put to tender.

If the contractor fails to quote rate for any particular item intémgler, the rate for that particular item

over

which

shall

Inten

, to tt

sions,

will be treated as zero and contractor shall be liable to execute that item at zero rate, for a quantit

limited up to the quantity given in the tender.

If the contractor quotes different rates for same item fierdnt places, then lowest rate will bg
considered for all the purposes.

The quoted rates shall be for all heights, lifts, leads and depth except where otherwise specifie
item of work. Quoted rates shall include all materials & provision ofcaffslding, hoists, tools and
tackles and other plants, shuttering profiles and all other equipments/materials required for
execution of the work.

D

g in th

propel

The rates quoted by the Tenderer shall cover the cost of all loading, transporting to site, unloading
sorting under covers as required, assembling or joining the several parts together as necessary a

incorporating or fixing materials in the work including all preparatory work or whatsoever descripti

DN as

may be required and of closing, preparing, lagdireturning empty cases of containers to the place of

issue

Rates shall be inclusive of all tax&ST, octroi, toll, -, professionatax, works contract tax, labaess,
labor insurance, royalties or any other new taxes or levies etc. and shallybblepdy the
CONTRACTOR. The EMPLOYER will not entertain any claim whatsoever in this respect.

No Labor hutments will be allowed at site.

The Tenderer shall inspect the site to acquaint himself with the nature of work, local cond
facilities of transport conditions, effectidabor and materials, access and storage for materials
removal of rubbish etc. The Tenderer shall provide in the tender for the cost of carriage freight an
charges and also for any special difficulties for proper execution of work, before quotiatghis

9of 144
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1.23 The validity of the Tender shall be for a period\ifiety (90) daysfrom the date of opening of tenders

1.24 The successful Tenderer shall submit a detailed Completion Schedule / Program in the form of

Microsoft Project chart identifying the impontamilestones/ activities involved and working out the

resource planning/scheduling for main items, within Ten days of issue of Letter of Intent/ Work Qrder,
which with modifications if any, by the EMPLOYER, shall form part of the agreement and shall be

adhered to for final and satisfactory completion of entire work within the agreed time frame.

1.25 The CONTRACTOR shall follow the detailed program for all the items of the work and such pro
will be part of the contract and shall be binding on the CONTRACTDR program may be modified
by the EMPLOYER, in consultation with the CONTRACTOR, but subject to the time limits specifie
the tender.

1.26 Any /part of the works shall not be sidi to a third party without the prior written approval of th

gram

2d in

e

EMPLOYER/ Architect/ PMC. These works will be restricted to specific items like Waterproofing,

Anti-termite treatment etc as mutually decided betwherEMPLOYER/ Architect and the Contractor.

1.27 As soon as the work is awarded, the CONTRACTOR shall submit a list of subcontractors and de
their work profile for specialist works such as Amgrmite Works, Water proofing works, Ston
Flooring works, Paintig works, POP works, Wood works, Plumbing works, Metal works etc. to wh
works are proposed to be sublet along with their letter of consent for the approval of the EMPL(
Only Employer approved agencies will be permitted to undertake the work.

1.28 The Tenerer, if firm or company, shall in its forwarding letter mention the names of all the partne
the firm or the Directors of the company (as the case may be) and the name of the partner/Direc
holds the power of attorney authorizing him to condraisaction on behalf of the firm or company.

1.29 In the event of tender opening day happens to be a holiday then the bids shall be opened
working day at the same time and venue.

1.30No interest shall be payable on Security Deposits or on any dedayetknts, at any stage.

1.31The cost/expenses incurred in preparing & submission of this Tender shall be exclusively borne
Tenderers only.

132The Tenderers are advised to note that t his
executedn accordance with the details given in the Tender Documents.

1.33The details, information, drawings, specification of material etc. being provided with the tg
documents are the absolute and exclusive property of the EMPLOYER. The Tenderers 4d

tails of

a)

om
DYER.

rs of
tor wh

on ne

by the

xnder
re no

authorized or permitted to copy or otherwise reproduce the document in any way or convey to any third

party, any information contained in the tender documents or drawings. The Tenderer has to m
strict confidentiality.

1.34The Tenderer is required to keep #e information/ details /drawings /material specification high
confidential and has to maintain secrecy.

135 No materi al shall be provided by IPGWding aandfidinga
layingg even i f i tinangdescigpton.speci fied so

1.36 Tenderers are requested to fill in rate and amount by hand both in figures as well as in words and
hard copies of BOQs.

aintail

y

subir
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2. ELIGIBILITY CRITERIA:
Contractors who fulfil the following conditions shall be eligible to appdint ventures are not accepted.
Experience of having successfully completed works during the last 5 years ending 31s204&rch

i) One similar work having construction area of at least equal to proposed construction area in sgft
Similar works hawvig construction area of at least 80% to proposed construction area in sqft OR

or Tw
Three

Similar works having construction area of at least 60% to proposed construction area in sqft complete

during last 05 years, 05 years reckoned from Bid Submission DateAréhementioned above shall be

buit-u p ar ea. ASi milar Worko shalll mean Constr

uct

plus 4 storied) such as Institutional Buildings, Commercial Buildings, Residential Buildings, Qffice

complex and IT Buildigs/ IT parks for which construction has been completed.

ii) At least one Completed work of similar nature costing not less than the amount eg&¥ tuf the

estimatedareain sqg. ft. put to tender with any Central Government Department/State Government
Depatment/Central Autonomous Body/ Central Public Sector undertaking/State Public Sector

undertaking/ Govt. Bank/ Govt. Insurance Company/ Govt. Educational Institution/ Govt. College/
University.

iii) Turnover Criteria: Average annual financial turnover year on construction works should not be le
that Rs.80.00 Crore, during the immediate last 3 consecutive financial years or in any one of the I
years (applicable for composite works inclusive of CIVIL, Electrical, Plumbing, Sanitary, HVAC,
works etc.).

iv) Location: The Tenderer should have adequate Office Infrastructure in Delhi/NCR and s
have gross Financial Turnover of Rs.15 Crore or more in last three years on construction
from Delhi/NCR which is verifiable through GSeturns.

v) Profit/loss: The Tenderer should not have incurred any loss for more than two years during the imn
last five consecutive financial year$he Audited balance sheets for last five years is to
provided.

vi) Solvency Certifiate: Solvencycertificate from BinkergAuditor for an amount which is more than o
eqgual to 40% of the estimated cost of the work.

vii) The bidding capacity of the CONTRACTOR should be more than or equal to the estimated cost
work put to tender. The biddir@apacityshall be worked out by the following formula:

Bidding Capacity = [A x N x 2B
Where,

A = Maximum value of construction works executed in any one year during the last five years takir
account the completed as well as works in progress.

N = Number of years prescribed for completion of work for which bids has been invited.

B = Value of existing commitments and ongoing works to be completed during the period of comg
of work for which bids have been invited.

viii) In addition to the above, the following information/documents should also be subaiibtegl withthe
bid by the Tenderers for evaluation/determination of their eligibility:

1. Copy of Income Tax ReturfGSTfor three previous years in original or certified trueiesp

2. Copy of Permanent Account Number (PAN) for income tax purpose.

3. Copy of TDS certificate issued by the clients to substantiate the claim for the value of works
executed in the private sector.

4. Should preferably have a certificate as a registered @ootraith the, MES/CPWD/any other
Central/State government agency, if any.

5. Documentary evidence of having independent PF Code number from Regional Provident FuU
Commissioner.

Govt.
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iX)

3 EARNEST MONEY:

a.

4. TENDERING PROCEDURE

4.1

Blank tender forms can be purchased from the ICAI office, the address of which is as follows:

Gurugram Branch of NIRC of ICAI, 2A, Second Floor, The Pavillion, Behind Hotel Misaki Express,
Sec 14, MG Road, Gurugam, Haryana 122001

4.2

1.

.ISSUE OF TENDER FORMS:

GST certificate.

Certificate of incoporation of the firm (Company ActPartnershipetc.)

Power of attorney in favor ¢fartner submitting the tender, in casdPaftnership firm
Resolution of Board of Directors of the Company, signed by MD/ Director/ Key Managerial
Person/ Officer of the company).

©oxo~No

Even though the Tendenmereets the specified criteria, he may be disqualified if he has:

a.Made untrue or false declaration in the forms, statements and attachments submitted in proof
qualification and / or

b.Record of poor performance such as abandoning the works, notlpropmpleting the contract,
inordinate delays in completion, poor workmanship or financial failure, etc.

c.If the Tenderer is overbooked beyond his capacity to execute the work as per required schedulg

Earnest money shall be givatong with the tender in the form of DD/ Pay Order in favouiSafcretary,

The Institute of Chartered Accountants of India, New [ethi be included in Envelope no. 1 (Technic
Bid) only. EMD can also be submitted in the form of Bank Guarantee dvavamy nationalized bank,
No FDR is permittedin case, EMD is submitted through Bank Guarantee, the validity of Bank Guara
shall be 180 days.

Any bid not accompanied by an Earnest Money (Bid Security) shall be rejected by ICAI ds |
responsive.

The amount of earnest money will be refunded to the unsuccessful tenderers. In case of the su
Tenderer, it will be refunded on hfsirnishing the Performance Security Deposit and executing
Agreement. If successful Tenderer does not pay thefsahce Security Deposit in the prescribed tin
limit and does not execute the Agreement, his earnest money deposit will be forfeited by ICAI.

No interest would be paid by ICAIl on Earnest Money Depé&®tformance Security Depasithe EMD
may be forféed if the Tenderer withdrarevokes/modifiesis bid during the period of bid validity.

PREBID MEETING:

Tenderers or their representatives are advisedtend pre bid meeting @1/01/2020 at11:00 Hrs.
at ICAI BHAWAN, Post Box No. 7100, Indraprastha Marg, New Delhii 110 002

The purpose of the meeting is to clarify any issues and to answer questions on any matter that mg
raised at this stage. The Tenderers are requested to submitmg/gsioies in writing or through email
to reach ICAI notater tharB30/01/2020up to 11:00 am. Email Id for this communication is
icaigurgaon@gmail.com rtadesigns@gmail.com& Gurgaon@icai.org idc@icai.in.

The reply to the queries/ questions of Tenderers will be given by ICAI duriAgighreeetirg and will
be compiled and hosted on the website aftetptaneetig. This clarification referred to as addendun
corrigendum shall form part of the tender documents which will also be common and applicablg
Tenderers.

The tender submitted by Tenderer shall be based on the addendum/corrigendum (if any)
EMPLOYER and this tender shall be-gonditional. Conditional Tenders will be summarily rejected.
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4.3

4.3.1ENVELOPE NO.1 (TECHNICAL BID):

MANNER OF SUBMISSION OF TENDER AND ITS ATTACHMENTS:

Tenderer shall submit the tender and documents in two sealed envelopes as below, which
acceptable through registered pagtted post/ courier/ bjpand.

The Tenderer shall sign and put seal of his
submitting the bids.

will b

The first envelopec | ear | vy mar ked -la(sTeacabBmvelabpeBi N0 6 shal l

The

documentsluly indexed with page numbers

Earnest Money Deposit (Bid security)

Tender fee, if the tender is downloaded from the website

Certificate of incorporation of the Compy/firm (Company Act/ Partnership etc.)
Registration certificate oGST/ TIN

PF Registration Certificate from Regional PF Commissioner

Registration certificate of ESI

PAN Card

Registration certificate of WCT

CeoNoOhRwWNE

agency, if any.

=
o

Person/ Officer of the company).
11. Power of attorney as applicable
12. Form A - Financial Infomation with supporting document
13. Form B- Form of Bankers Certificate from a Scheduled Bank.

Certificate as a registered Contractothwthe MES/CPWD/any other central/state government

. Resolution of Board of Directors of the Company, if bid is signed by MD/ Director/ Key Managgrial

14. Form C- Details of all similar works completed during the last five years in same name and style.

Certificate of completion of works from clients to be attached.
15. Form D- Project under execution in the same name and style. Copy of work orders to be attag
16. Form E- Performance Report of work referred to in Forms C and D
17. Form F- Structure & Organization
18. Form G- Details of Technical & Administrative Personnebi® employed for the work.
19. Form H- Details of construction plant and equipment likely to be used in carrying out the work
20. Form |- Details of Statement of Arbitration & Disputes
21. Income tax return for the last five years
22. Tender Form along with Appendduly signed and sealed, on the letter head of Tenderer.
23. Original bidding document including drawings, corrigendum/ addendum and all other docu
duly signed & sealed

4.3.2 ENVELOPE NO.2 (PRICE BID):

second envelopepel aarl|l ¢ h&@rkeed Bs ddEnvaladl
a) Grand Summary (both in words and figures)
b) Summary with item rates (both in words and figures)

The Tenderer should quote his most competitive item rates and Grand Summary (in words and fig
attached Bill of Quantities in the tender document.sHeuld not quote this offer awhere directly or
indirectly in Envelope No. 1 (Technical Bid). The Tenderer shall quote for the work as per details gi
the main tender and also based on the adderad corrigendum. This tender shall be unconditional.

4.3.3 SUBMISSION OF TENDERS:

1 The sealed Envelope No .1 (Technical Bid) and Envelope No. 2 (Price Bid) shall be again put tg
in one common cover and sealed. This sealed cover shall be marked on left hand top cg
AConst r ucl@Al BAHAWAN at PLOT NO. 05, SECTOR 05, IMT MANESAR,
GURUGRAMO .

hed.
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2

4.4 OPENING OF TENDERS

The full name and address of the Tenderer/ name of the authorized person delivering the seal¢d cov

containing the tender shall be written on the bottom left hand corner. The sealed enwveldqel as
above, shall be enclosed in anatlcever properly addressed and shall be sent by Registered

Post

Acknowledgement Due/ Speed Post or by Courier or by hand delivery. The date and time of regeipt o

envelope containing tender shall strictly apply in all cases. The Tenderers should enstireirth

a

tender is received by ICAI, before the expiry of date and time. No delays on account of any cause will
be entertained for the late receipt of tender. Tenders received later than the specified deadline fc
submission of the bids as prescribed irevaht clauses shall be returned to the Tenderer unopened.

The bids shall not be accepted through Fax or Email.

Issue of tender document will not automatically mean that the Tenderers are considered qualified. Thi
tender committe shall evaluate the qualifying requirements of each Tenderer as per Invitation t¢ Bid.

Bids not meeting the qualified requirement shall be treated asesponsive and Price Bid would b
returned to the concerned Tenderer without opening.

On the date specified in the tender notice, following procedure will be adopted for opening of the tender.

4.4.1 ENVELOPE NO.1 (TECHNICAL BID):

1

4.4.2 ENVELOPE NO. 2 (PRICE BID):

1

First of all, Envelope No. 1 i.e. Technical Bid will be opened in presence of Tender

1%

C

er/its

representativavho choosedo attend at the time and venue of opening to verify its contents ag per
tender requirements. If the documents contained in this envelope do not meet the requirements of th

ICAI, a note will be recorded accordingly by the tender opening dauthoy and t he
Envelope No. 2 (Price Bid) will not be considered for further action.

The date of opening of Envelope No.2 (Price Bid) shall be decided and communicated well in a
to all the Tenderers whose credentials meet qualifying requirement as per Invitation to Bid a
acceptable to ICAL.

sai

lvance
nd are

Price bids of only those Tenderers, whose technical capability is found acceptable/satisfactqry anc

suitable for this work based on the details submitted in Envelope No. 1, will be opened.

To assist in the examination, evaluation and comgarisf bids, ICAI may ask the Tenderer

]

individually for clarifications on their bids including break down of unit rates. The request for the

clarification and response shall be in writing or by fax or by email, but no change in the pri

ce or

substance of thbid shall be sought, offered or permitted except as required to confirm the correction

of arithmetic errors discovered by ICAI during evaluation of bids.

The bids determined to be substantially responsive will be checked by ICAI for any arithnoasc
in computation. Errors will be correctedfafiows:

i) Where there is discrepancy between the unit rates and amounts in figures and in words,
and amount in words shall prevail and;

i) Where there is discrepancy between the unit rate and totalrarderived from multiplication of
the unit rate and the quantity, the unit rate as quoted shall govern.

The successful Tenderer will be required to produce to the satisfaction of the specified con
authority, a valid and concurrent license issirettis favor under provision of the Contract Labol
(Regulation and Abolition) Act, 1970 and the Contract Labour (Regulation and Abolition) Ce
Rules 1971, before starting the work. On failure to do so, the acceptance of the tender is liabl
withdrawn andorfeiture of earnest money

The Tenderer whose tender is accepted will have to give an undertaking to the effect that he/th
pay thelaborsengaged on the work, the wages as per Minimum Wages Act, 1948 and any
modification theref, applied to the zone in which the work lies and act accordingly.
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5.

1.

7. EVALUATION CRITERIA:

6 The Contractor shall comply with the provision of the payment of Wages Act, 1936, Minimum W
Act 1948, Empl oyers Liability Act 1938, abokm
(Regulation and Abolition) Act, 1970, and any latest modification thereof or any law relating the
and rules made thereunder from time to time.

7 The successful Tenderer will have to sign the Agreement on Rs.10Qudarnal stamp paper within
15 days ofissue of LOl/work orderThe Tenderer will have to sign the original copy of tender pap
and the drawings according to which the work is to be carried out. The Contractor shall also h
give a declaration to the effect that he has fulldid the plans, specifications, local conditions a
availability of labor and materials and that he has quoted his rates with the consideration to all
factors and that he will not make any subsequent claims on these accounts.

PERFORMANCE SECURITY DEPOSIT

Within 10 days of the receipt of the communication of the award of the contract from ICAI, the succ
Tenderer shall have to furnish Performance Security Deposit (5 % of the contract amount, to be su
before sijning agreement) ifavor of Secretary, ICAl, payable at Delhi in the form of a bank guaran
issued by a nationalized bank in the format provided by ICAI, and complete the Contract docu
failing to do so, his earnest money will be forfeited. Theklgrarantee shall be valid for the entire perig
of the contract including defect liability period plus ninety days. The validity of the bank guarantee g
be suitably extended in the event of extension of time of the contract.

All compensations oother sums payable by the Contractor under the terms of this Contract or any
Contract or any account may be deducted from his Performance Security Deposit, Retention Mq
from any sums which may be due to him or may become due to him by ICAlyoacaount and in the
event of the security being reduced by reason of any such above noted deductions, the Contrag
within 10 days of receipt of notice of demand from the Architect/Employer make good the deficit.

No interest shall be paid dhe Security Deposit.
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The compensation for any |l oss resulting from t}

contract shall be payable to ICAI out of Security Depoisdny other amount which is due to him

This Performace Security Deposit shall be refunded after the completion of defect liability pe
prescribed for this Contract in accordance with the provisions in the Contract.

Running Account bills will be paid after verification by the Architect, in 21(twen) days from the
date of submission of bjllf found in order

RETENTION MONEY:
Ten percent {0 %) of Contract Value will be deducted from each RA bill towards Retention Mor

Alternately, Contractor can submit Bank Guarantee for equivalaount before payment of RA bill. 50% of

this Retention Money shall be paid back by ICAI within 30 days of issuing of certificate of completion [
Architect and balance of the Retention money shall be released along with final bill. No interest paiitl b
on this amount.

The Tender Documents submitted by the Tenderers will be evaluated in the following manner:

The initial criteria prescribed in clause 2

riod

ey.

y the

work to be determined. The Tenderers qualifying the initial criteria will be further evaluated for following

criteria by scoring methodhahe basis of details furnished by them.

ay Financial strength (Form O0A6 & O BM&XYImum20 marks
b) Experience in similar nature of wWaxinmum 20umarksn g
c) Performance ReporitTimefovesmumr ks ( For rvaxdarin 90 marks
d Performance oniQualityks (Form O0E®G) Maximum 15 marks
e Personnel and Establishment ( For rmadntm Ramaks)
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) Plant & Equipment (Form fAHO) Maximum 15 marks
Total 100 marks

To be eligible for short listing, the Tenderer must secure at least fifty percent marks in each and seventy| perce
marks in aggregate.

CRITERIA FOR EVALUATION OF THE PERFORMANCE OF CONTRACTORS

Attributes Evaluation
(@) | Financial strength (20marks) (i) 60% marksfor minimum eligibility criteria
(i)Average annual 16marks
turnover (11)100% marks for twice the minimum eligibility
(iSolvency 4Amarks criteriaor moreln between (i) & (ii)i on pre
Certificate rata bas
(b) | Experienein similar (20marks) (i) 60% marksfor minimum eligibility criteria

Class of works . . - -
(11)100% marks for twice the minimum eligibility

criteriaor more
In between (i) & (ii)i on prorata basis

(c) | Performance on (20marks)
works (time over run)

Paramete Calculation For points Score Maximum Marks
If TOR= 1.00 2.00 3.00>3.50 20
(i) Without levy of 20 15 10 10
compensation
(il)With levy of 20 5 0 -5
compensation
(iii )Lewy of compensation 20 10 0 0
not decided

TOR=AT/ST, where AT=Actual Time; ST=Stipulated Time.
Note: Marks for value in between the stages indicated above is to be determined by straiginidiiea

basis.
d Performance of works(Quality) (15marks)
() Very Godd 15
(iGoad 10
(iii ) Fair 5
(iv)Poor 0
(e) [Personnkard Establishmen (Max. 10marks)
(i) Graduate Engineer 3 marksfor each
(ii)Diploma holder Engineer 2 maidseachup to Max.4marks
(iii )Supervisory/Forena 1 markfor eachup to Max. 3marks
() |Plart &Equipmen (Max. 15marks)
(i) Hopper Mixer 1

(i) Truck/Tippers/Transit mixer

(iii) Steel shuttering

(iv) Building Hoist
(v)Excavator

(vi)Concrete Batching Plant
(vii) Tandom Roller

(viii) Vibration Compactor
(ix)Water pumps

HRrRrNORRPRND PR
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(X)Weigh Batching m/c 2
DG Set 1
Diesel Vibrators 1

8. Running Account (RA) Bills:

All bills shall be prepared by the Contractor in the form prescribed by the Employer/ Architect. Ndrril)
interim bills shall be prepared each month subject to minimum val&®s.050 Lac (Rupees Fifty Lac)The bills
in proper forms must be duly accompanied by detailed measurement as yardstick taken jointly in meas
book by Contractor. Employer and Architect oeithaccredited Representative in support of the quantitieg
works done and must have deductions for all previous payments, retention money etc. The Architect shal

ureme
of
ISSUE

certificate after due scrutiny of ploybrdor reécessary maanen r 0

within the period of honoring certificate named in these docume

nts.
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9. CHECK LIST TO BE SUBMITTED BY TENDERER ALONG WITH THEIR BID

Sr. No.

ltem Submitted
Yes/ No

01 Earnest Money Daosit submitted (Bid security)

02 Tenderfee submited ,if the tender is downloaded from the
website

03 Certificate of incorpration of the firm(Company At/
Partnership etc.)

04 Registration certificate olGST

05 PF Registration Certificate

06 Registration certificate of ESI

07 PAN Card

08 Profit & Loss statement, Balance sheet for last three financi
years including audit report.

09 Income tax returns for the last five years

10 Power of attorney as applicable
Resolution of Board of Directors of ti@gompany, if bid is

11 signed by MD/ Director/ Key Managerial Person/ Officer of
company).

12 Certificate of completion of works from clients for works
completed in same name and style

13 Copy of work order for workin hand, in same name ang
style

14 Tender Form along with Appendix duly signed and sealed, ¢
letter head of tenderer.

15 Solvency certificate for current year
Certificate as a registered Contractor with the MES/CPWD/¢

16 otherCentralState Government agency, if any.
Original bidding document including drawings and all other

17 | documents duly signed& sealed

18 Evaluation Formats 'A' to 'l' duly filled, signed and sealed.
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SECTION -1l
GENERAL CONDOTIONS OF CONRACT
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INTERPRETATIONS

1. In construing these conditions and Interpretations, Specificati8esedule of Quantities and
Contract Agreement, the following words shall have the meanings herein assitgresd txcept

b)

d)

f)

9)

h)

)

K)

where the subject or context otherwise requires:

EMPLOYER
Shall mean AThe Institute of
Delhi" and shall include their representative/s assignees or succes:

TENDERER/ Tenderer shall be thérm/ company/ individual who submit the bi

BIDDER against the Invitation to Bid.

CONTRACTOR Means the individual or firm or Company, whether incorporatec
not, under taking the works and shall include legal represent
of such individual ofirm  or company, or the successors of s
individual or firm or company and the permitted assignor of
individual or firm or Company.

SUB- Subcontractor shall mean the person/ firm/ company named by

CONTRACTOR contractor whom aart of contract has been slab with the consent o
employer/ Architect and shall include his heirs/ successors/
representatives/ assignees.

SITE Shall mean the site of the contract works including any building
erections thereon and awyher land (inclusive) as aforesaid allott
by the EMPLOYER for t he C

PROJECT Shall mean ARCHITECT/officer of the EMPLOYER or h

MANAGEMENT representative.

CONSULTANT

(PMC)/ ENGINEER

IN CHARGE

THIS CONTRACT

NOTICE IN
WRITING

CONTRACT PRICE/
RATE

Shall mean theehder, its acceptance, the Articles of Agreem
the Appendix, the Schedule of Quantities, Specifications, adder
corrigendum and the drawings pertaining to the work.

Notice in Writing or written notice shall mean motice in writing,
typed or printed (unless delivered personally or otherwise pt
to have been receivédent by registered postto the last kno
private or business address or registered office of the add
and shallbe deemed to have been received in the ordinary cou
post.

Contract price/ rate shall mean the prices/rates of the accepted bid

ACT OF Shall mean any Act of insolvency as defingd the Insolvency anc
INSOLVENCY Bankruptcy Code, 2016
ARCHITECTS M/s RT & Associates Pvt. Ltd.
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p)

aq)

B

STRUCTURAL
CONSULTANTS

IS

APROPERTY,
EMPLOYER
OWNERSHIP

& POSSESSION"

MONTH

WEEK

AWARD

DAY

WORKING DAY

CONSTRUTION
PLANT

PERFORMANCE
SECURITY

v) WORK OR WORKS

w) SPECIFICATION

X)

DATE OF

M/s CONSTRUCTIVE IDEAS, NOIDA

Shall mean Indian Standard as issued by the Indian Standard Insti
Wherever reference is made"t8" it shall mean the relevant "IS
code on the subject with latest edition as amended till dat
submission of tender.

The assets being created under this contract as stipulated in the sc
will be the 'Property' belonging to the EMPLOYER. The ownership
the site and property will vest with the EMPLOYER throughout the
performance of this contract from the beginning up to its completi
or determination or termination or cancellation aegldnd.

Month shall mean from the beginning of the given date of a cale
month to the end of the preceding date of the next calendar month.

Week shall mean seven consecutive days including holiday
between.

Award shall mean theritten acceptance of the bid by the Employer

Day means a day of twenty four hours from midnight to midn
irrespective of no. of hours worked in that day.

Working Day means any day other than that prescribed by
Negotiablelnstruments Act as being a holiday and consists of
number of hours for labour as commonly recognized by ¢
EMPLOYER in the trade and in the district where the work is cai
out.

Constructional Plant shall mean appliances or things o
whatsoever nature required ior about the execun and
maintenance of the Works but does not include the materie
other things required /intended to form or forming part of
Works.

Performance Securitghall mean the amount pledged with the IC.
Employer while signing the agreement for faithful asatisfactory
performance of the contract.

Work or Works mean the works by virtue of the contract contracte
be executed, whetheéemporary or permanent, and whether origir
altered, substituted or additional.

means the description of the Services anBuipment ( if any) set oL
in Sectionll

Within 10 days from the date of Letter of Intent/ Work Order

COMMENCEMENT OF handing over of site, whichever is later.
CONTRACT
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y) DURATION OF The diration of the Contract will b&2 (Twelve) monthsfrom the date
CONTRACT: of issue of Letter Of award. The abod® monthsis inclusive of
Mobilization period as mentioned ithe Special Conditionsf Contract.
However, ifthe works are not completed withine above completiol
period of12 months Company reserves thghit to extend the Contrau

till completion of the jobs at the same ratesnge& conditions.

z) Wilful Means intentional disregard of good and prudent standar
Misconduct performance or proper conduct under the Contract
knowledge that it is likely to result in any injury to any persor
persons or loss or damagepobperty.

aa) Gross _ means any act or failure to act (whether sole, joint or concur
Neagl i gen pya person or entity which was intended to

cause, or which was in reckless disregard of or wa
indifference to, avoidable and harmful consequences gexson
or entity knew, or should have known, would result from suct
or failure to act. Notwithstanding the foregoing, Gross neglige
shall not include any action taken in good faith for the safeg
of life or property.

1.1 LAWS GOVERNING THE CONTRACT: -

1. This contract shall be governed by the Indian Laws for the time being in force. The contract
confidential and must be strictly confined to the purposes of the contract. The original and duplig
copies of the contract shall be signbgd the EMPLOYER and the Contractor or their accredited
representative. The original shall be kept in the safe custody of the EMPLOYER and the duplicate g
shall be handed over to the Contractor. One certified true copy of the Contract shall ireth&in
custody of the Architect.

2. The Contractor, on signing of the contract, shall be furnished a copy thereof by the EMPLOY
free of cost, with one certified true copy of the Contract and two copies of all drawings issl
during te progress of the work. Any further copies of such drawings required by th
CONTRACTOR shall be paid for by him. The CONTRACTOR shall keep one certified copy of th
contract and all drawings on the work site and the EMPLOYER/Architect or his represesiet| at
all reasonable time have access to the same.

1.2 SCOPE OF WORK:-

1. The CONTRACTOR shall carry out and complete the said work in every respect in accordal
with this contract as per CPWD Specifications / applicable IS codes and withgttions and to
the satisfaction of the EMPLOYER and Architect.

2. The contract shall include all labour, materials, tools plant equipment and transport which may
required for, the full and entire execution and completion of the works and rlest otherwise
stated, include wastage and materials, carriage and cartage, carrying of empties, hoisting, s€
fitting and fixing in position, testing and commissioning of aforesaid work in accordance with go
Engineering practice and @gnized principles.

3. The CONTRACTOR shall provide everything necessary for the proper execution of the wo
according to the intent and meaning of the specifications and drawings taken together whe
the same may or may not be particularly shown oritestctherein provided that the same can
reasonably be inferred there from and if the Contractor finds any discrepancy in
specifications and drawings or between the drawings, he shall immediately and in writing refer
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13

1.4

15

1.6

O

same to th Architect and EMPLOYER who shall decide which is to be followed, subject t
provisions in the contract.

4. The CONTRACTOR shall be deemed to have satisfied himself as to the nature of the site, local
facilities of access and all matters affecting thére execution and completion of the works. No
extra charges consequent on misunderstanding or otherwise will be allowed.

DISCREPANCIES AND ADJUSTMENT OF ERRORS:-

1. The several documents forming the contract are to be taken as mutually explahatoe another.
In case of discrepancy EMPLOYER shall be sole deciding authority with regard to intention and
interpretation of the document and his decision in this respect shall be final and binding.

2. Any error in description, quantity or min Bill of Quantities or any omission there from shall
not vitiate the contract or release the CONTRACTOR from the execution of the whole |or
any part of the works comprised therein according to the drawings and specifications or from
any of his obligations under the contra&ny error in quantity rate or amount in Bill of Quantity
shall be adjusted in accordance with the following rules:

() Inthe event of a discrepancy between description in words and figures quoted by a Tenderer | the
description in words shall prevail.

(i) In the event of an error occurring in the amount column of Bill of Quantity as a result |of
wrong extension of unit rate and quantity, the unit rate quoted by Tenderers shall be regarded as
firm and the extension shall be amended on thes lodisihe rate.

(i) All errors in totaling in the amount column and in carrying forward totals shall be corrected.

(iv) All rates shall be quoted on the tender form provided in the Bill of Quantities. In case
CONTRACTOR misses to quote rate for any item, the fat that particular item shall be treated
as ~Zero6 and CONTRACTOR would be bound tg e
to quantity mentioned in the BOQ at the time of tendering.

~

LETTER OF INTENT/ WORK ORDER: -

The Letter of Intent/ Work Order will be issued by the EMPLOYER to the successful TENDERER.
Handing over of site and Date of Commencement of the work sh@#iodays from the date of issue of
this letter.

DATE OF COMMENCEMENT AND COMPLETION: -

The Contractor shall be allowed admittance to the site on 'Date of Commencement' whichlesil be
days from the issue of Letter of Intent/ Work Order by EMPLOYER and shall thereupon begin the
works and shall regularly proceed as to complete the same on or before the 'Date of Completion’
subject, nevertheless, to the provision for extension of time contained hereinafter. Date of Completion is
the date or dates for completion of the whole or any part of the works sét outascertained in
accordance with the individual work order or the tender documents or any subsequent amendment thereto
as provided in the conditions.

MS PROJECT SCHEDULE FOR EXECUTION OF WORK

1. Contractor shall submit within one week of the ataspe of the tender a MS Project Chart to
EMPLOYER along with a weekly work schedule, which shall indicate the planning for the executipn
of the entire work under the contract within the stipulated time given for completion. This shall be
scrutinized by ta EMPLOYER. The mutually agreed M S Project schedule shall be binding on the
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1.7 MOBILISATION ADVANCE

1.8 PERFORMANCE SECURITY

a) ICAI, if requested for, will make an advance loan to the Contractor for the costs of mobilization

b) Unless otherwise agreed, the advance loan shall be repaid with proportionate percentage dedu

CONTRACTOR for progress of the work for by the due date.

The Contractor shall during the entire tenure of site work, provide accurate fortnightly reviews of M
Project chart wde targets & completed works for discussions with the EMPLOYER.

Contractor 6s shall mai ntain a register of

and get it signed from Enginegr-Charge on daily basis and shall produce befor&MELOYER as
and when asked for.

respect of the works in a Ilump sum amount equivalent to 10% of tha&r&ct price.

n

The Payment of the mobilization advance loan will be due under separate certification by the PMC/

Architect after;
i) Execution of the Agreement by the parties thereto,
i) Provision by the Contractor of the Performance Security

iif) Provision by the Contractor of a bank guarantee equivalent to 110% of advance amount, valid

till

the Completion Period of contract, issued by a Nationalized Indian Bank. The acceptable form of

Bank guarantee shall be strictly as per format given in the tefobeiment. The bank guarantee
shall remain effective until the advance loan has been completely repaid by the Contractor oy
current earnings under the Contract and certified accordingly by the PMC/ Architect.

from the interim payments certified by the PMC/ Architect under the Contract. Recovery shall
made for themobilization advance paid starting frothe frst interim R A Bill @ 12.50% of the
gross value of work done for the contract, until such time as the loan has been fully repaid.

The Mobilization advances paid will be recovered onrgt® basis from payments due to the
Contractor against R.ABills or on account of any other payments due to him. The mobilizatior
advance shall be fully recovered before the completion of 80% of the value of Contract or 80% of
completion period whichever is earlier. The recoveries against advance shaill tsiafRA bills paid,
after the receipt of the particular advance.
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Within 10 days of the Letter of Intent/ Work Order, the successful Tenderer shall furnish a Performance
Security for an amount of 5 % (five percent) of the @acit Value (to be submitted before signing
agreement) irfavor of Secretary, ICAI, payable at Delhi in the form of Bank Guarantee, the validity o
which will be up to Defect Liability Period plus 90 Days. Failure of the successful Tenderer to comj

with this requirement shall constitute sufficient grounds for the annulment of the award and forfeiturg of
the bid security.
In the event of increase in the contract cost, in actual execution, proportionate additional performance
security shall be provided byhé contractor or recovered from the subsequent payment due to the
contractor. The validity of bank guarantee shall be suitably extended in the event of extension of timge of
the contract.

1.9 ADDITIONAL PERFORMANCE SECURITY:

If the bid of the successfulehderer is having ALR ( Abnormally Low Rates i.e. the rates less than 60% of
estimated rates) for prices of individual items or total bid price offered in relation to the EMPLOYER's

item rates estimate or total price estimate of the real cost of thetovbekperformed under the Contract,
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the amount of the performance security deposit should be increased at the expense of the successful

Tenderer to a level sufficient to protect the EMPLOYER against financial loss in the event

subsequent performanoéthe successful Tenderer under the Contract. This additional security provided

separately shall be termed as Additional Performance Security and shall be released on completion
ALR (Abnormally Low Rates) items against which the additional perdmice security is obtained. The
value of the Additional Performance Security shall be worked out on the basis of differential rates.

i.e. Additional Performance Security Amount = Quantity X (60% of estimatedAhE rate).
1.10 APPORTIONMENT AND SUB-LETTING: -

The whole of the works included in the contract shall be executed by the main CONTRACTOR and as
LIST OF SPECIALISED AGENCIES. They shall not directly or indirectly transfer, assign or further
sublet the contract or any part thereof or interest therein without the written consent of th® &R
But no such undertakinghall relieve the CONTRACTOR from the full and entire resuaihity of the
CONTRACTOR or from active superintendence of the works during their progress.

1.11 SPECIALIZED WORKS: -

Specialized works are works for which there are specialized agencies available in the market to execute
These works should be gexecuted through such agencies only to ensure a proper quality of work.
the case of some specialized jobs by specialized firms being executed in the project, a Guarantee B
required to be executed, viz. water proofing works andtamiite treatrant.

1.12 EMERGENCY WORK: -

Emergency works means, any urgent measures which, in the opinion of the EMPLOYER, become nece
during the progress of the works to obviate any risk of accident or failure or which become neceg
for security or rectification to essential services during the defects liability period. If any Emergen
works become necessary and the CONTRACTOR is unable or unwilling at once to carry them
,the Architect shall advise and assist the EMPLOYER igetting these works carried out by any
other agency at the Risk and cost of Contractor. All expenses incurred on these works sha
recoverable from the CONTRACTOR, and if necessary be set off against any sum payable to him u
this contract

If the EMPLOYER feels that the sudontractors appointed by the CONTRACTOR is not competent enough to

carry out the work of that package awarded to him, the EMPLOYER reserves the right to entrust
particular work to another CONTRACTOR selected by the EMWPER. However, the new
subcontractor will work under the supervision of the main CONTRACTOR only.

The payments for the work done by the -sointractor selected by the EMPLOYER will be made directly to
the subcontractor by the EMPLOYER.

1.13 MANDATORY REQUIREMENT: -

1. The CONTRACTOR shall conform to the provisions of Acts of the Legislature relating to the work
and to the regulations and blgavs of any authority, and of any water, lighting and other
companies and/or authorities with whose system thetsteu is proposed to be connected and
shall, before making any variation from the drawings or specifications that may be necessitated by
conforming, give to the Architect and EMPLOYER written notice, specifying the variation propos¢
to be mde and the reason for making it, and apply for instructions thereon. In case
CONTRACTORdoesnot, within 2 weeks receive such instructions, he shall proceed with the
work in question, and any variations so necessitated shall bevitealinder clause 1.39.

2. The CONTRACTOR shall indemnify the EMPLOYER or any agent, servant or employee of t
EMPLOYER against any action, claim or proceeding relating to the infringement of any copy
design rights or any alleged patentdesign rights and shall defend all actions arising from suck
claims and pay any royalties, license fees, damages, cost of all and every sort of other ch
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1.14 ADMISSION TO SITE:

1. The EMPLOYER & the Architect and their representatives shall at all reasonable times have {

which may be payable in respect of any articles or material or pabfthegally incurred in
respect thereof and included in the contract. In the event of any claim being made or action b
brought against the EMPLOYER or any agent, servant or employee of the EMPLOYER
respect of any such matters afaids the CONTRACTOR shall be immediately notified thereof.

The CONTRACTOR shall indemnify the EMPLOYER against all claims which may be made upq
the EMPLOYER under the Workmends Compensatidg
to the work

The CONTRACTOR shall also be responsible for all bodily injury to persons, animals, or thin

eing
in

n

gs

which may arise from the operation or neglect of himself or of any nominated subcontractors

employees whether such injury or damage arises froelesaness, accident or any other cause
whatsoever in any way connected with carrying out of this contract. The CONTRACTOR sh
indemnify the EMPLOYER and save him harmless in respect of all and any expense arising f
and such injury o damage to persons, animals or things as aforesaid and also in respect of
claims made in respect of injury or damage under any Acts of Government or otherwise and
in respect of any Award of Compensation or damage consequamsuch claims.

The CONTRACTOR shall be responsible for all structural and other damage to any property wh
may arise from the operation or neglect of himself or of any subcontractors employees
arising out of neglect, carelesssedefect or any other cause whatsoever in any way connects
with the carrying out of this contract. This clause shall be deemed to include interalia, :
damage to buildings, whatever immediately adjacent or otherwise, and any danaagis t streets,

footpaths, bridges or ways as well as all damage caused to the building and works forming
subject of this contract by inclemency of weather. The CONTRACTOR shall indemnify t
EMPLOYER against all claims which may be madaiast the EMPLOYER by any member of the
public or other third party in respect of anything which may arise in respect of the works or
consequence of and in respect of any cost, charge/expense arising out of any claim
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proceedings and alsa irespect of any Award of compensation or damage arising there from apd
shall reinstate all damage or every sort mentioned in this clause so as to make good or otherwise

satisfy all claims arising from damage to the property of third parties.

The EMPLOYER with the advice of the Architect shall be at liberty and is empowered to deduct the

amount of any damage, compensation, costs, charges and expenses arising or accruing from
respect of any such above said claims for damagesangnsum or sums due or become due to
the CONTRACTOR, for which the EMPLOYER will be the sole deciding authority.

orin

The CONTRACTOR shall be responsible for safety of all workmen and necessary statutory

requirements rel ated iomoetcEsBduld bevmetr Khengrooo$ (Insu@me
Policy) should be handed over to the EMPLOYER.

access to the works and/or therkshop, factories, or other places where materials are lying g
from which they are being obtained and the CONTRACTOR shall give all necessary facilities
the EMPLOYER/Architect and/or his representative for inspection and examinatiotesind of

the materials and workmanship. No person unless authorized by the EMPLOYER/Architect ex¢

the representative of Public Authorities shall be allowed on the works at any time.

The officials of the EMPLOYER connected with the caxctt shall have the right of entry to the
site at all times.

The portion of the site to be occupied by the CONTRACTOR, erection of temporary workshg
stores, site office etc. will be clearly defined and or marked on the site plan, and f{
CONTRACTOR will on no account be allowed to extend his operations beyond these areas.

ens
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labor hutments to be provided on site and the Contractor to make own arrangements for the same

elsewhere.
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1.15(A). BARRICADING WORK/ TEMPORARY WORKSHOPS/STORES/SITE OFFICE ETC.: -

1.15 (B).Safety Practices

(1

(In)

4. The CONTRACTOR shall provide if necessary, or ifumeed on the site all facilities for

1. The CONTRACTORsHall during the progress of the workwovide,erect and maintain at his own

. Additionally, the EMPLOYER may at hisigtretion permit the CONTRACTOR to locate his

temporary access thereto and shall alter, adopt and maintain the same as required from time to

time and shall take up and clear away as and when no longer required and make all good.

The EMPLOYER resees the right to use the premises or any portion of the site for execution
any work not included in this contract which he may desire to have carried out by other pers
and the CONTRACTOR shall allow all reasonable facilities for thecaion of such work but
shall not be required to provide any plant, materiddloorfor the execution of such work except by
special arrangement with the EMPLOYER. Such work shall be carried out in such manner as n
impede the progres®f the works included in the contract and the CONTRACTOR shall not b
responsible for any damage or delay which may happen to or be occasioned by such work.

The EMPLOYER reserves the right of taking over any portion of the sité) whixyy be required
and the Contractor shall at his own expense clear such portion forthwith.

Site is handed over to CONTRACTOR only for execution of work, not for any other job and the

possession of CONTRACTOR is terminated at the completion of ardrkcase of foreclosure.

expense Barricading before starting the excavation work as per NGT Norms and Orders
temporary workshops and stores as requiregrper and efficient execution of the works.

On completion of works and if necessary, on completion of the defects liability period as dscided

the EMPLOYER, the whole of such temporary buildings/structures shall be cleared away and
site reinstated and Il eft <cl ean t o the entji
expense.

workshop and stores, in such buildings as may be available at site for that purpose at a rate
mutually decided upon by the EMPLOYER and the Contractor, and in the event of the Contra
occupying such accommodation, the CONTRACTOR undertake to maintain such premises at
own expense in a clean and sanitary condition and to deliver the same on the completion of
works or on the termination of the contract, or in the evetiteo$aid building being required by
the EMPLOYER within 7 days of an order to that effect, handover the same in a clean s
complete in every respect.

WARNING/ CAUTION BOARDS: All temporary warning / cawdn boards / glow
signage display such as "Construction W
Diversions & protective Barricades etc. shall be provided and displayed during day tir
by the Contractor, wherever required and as dirdayethe Engineein-Charge. These

glow signage and red lights shall be suitably illuminated during night also. The Contract
shall be solely responsible for damage and accident caused, if any, due to negligence on

part. Also he shall ensure that nadiance, as far as possible, is caused to general traffi¢

during execution of the work. This signage shall be dismantled & taken away by th
Contractor after the completion of work, only after approval of the Endimé€harge.
Nothing extra shall be palgke on this account.

SIGN BOARDS: The Contractor shall provide and erect a display board of size an
shape as requireshd directecand paint over it, in a legible and workman like manner, the
details about the salient features of the projastrequired by the EnginegrCharge. The
Contractor shall fabricate and put up a sign board in an approved location and to an appro
design indicating name of the project, Client / Owner, Engimeeharges, Structural
Consultants, Department eteedades providing space for names of other Contractors, Sub

ons,
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1.16

1.17

1.18LABOUR: -

1.

Contractors and specialized agencies within 15 days from issue of award letter. Nothing extra

shall be payable on this account. In case ofecwmpliance/delay in compliance in this, a
penalty @ R. 500/ per day will be imposed which will be recovered from the immediate
next R/A Bill of the Contractor.

Necessary protective and safety equipments shall be provided to the Site Engin
Supervisory staff, labour and technical staff of toatractor by the Contractor at his own
cost and to be used at site.

No inflammable materials including Petrol, Oil, and Lubricants (P.O.L) shall be allowed t
be stored in huge quantity at site. Only limited quantity of P.O.L may be allowed to be stor
at site subject to the compliance of all rules / instructions issued by the relevant authorit
and as per the direction of Engineier Charge in this regard. Also all precautions and safety
measures shall be taken by the Contractor for safe handlithg &.O.L products stored at

site. All consequences on account of unsafe handling of P.O.L shall be borne by the

Contractor.

NUISANCE-=

The CONTRACTOR will not at any time do, cause or permit any nuisance on the site or do anything

which shall cause unnecessary disturbance or inconvenience to the EMPLOYER, tenants or occu
of other properties near the site and to the public generally. The CONTRACTOR is complet
responsible to ensure the safety and convenience of all conegrthed his own cost.

WORKING HOURS:-
The CONTRACTOR shall work normally only on and during the hours of working day. In case a

work over and above normal working hours is required, the CONTRACTOR shall obtain prior writt
permission from EMPLOW¥R /Architect. Safety for workmen, proper lighting arrangement,

piers
ely

ny
2N

housekeeping and safety to client materi al wi |

incur no liability in respect of any excess cost arising therefrom.

The CONTRACTOR shall employlabor in sufficient number to maintain the required rate of
progress and of such quality to ensure workmanship of the degree required by the specifica
and to the satisfaction of the EMPLOYER.

tions

The CONRACTOR shall remain liable for the payment and shall pay or cause to be paid all wages

or other moneys to his workers or employees and for those employed by his subcontrag
(engaged directly or indirectly from time to time on or in connectwith the said work under the
relevant Acts or enactments relating thereto and the Rules framed there under as if the labour had
directly employed.

In respect of alllabor directly or indirectly employed on the works for the performance on the
Contraat or 6s part, the CONTRACTOR shall comply
labor regulations in regard to all matters provided therein and with all other labour laws
applicable.

The regulations aforesaid shall be deemed to be a ptnisafontract and any breach thereof deemed
to be a breach of this contract.

The CONTRACTOR shall take all actions and deposit fees as may be necessary under the Coi
Labor (Regulation & Abolition) Act, 1970 and currelabor regulations includinghe actions and

depositing of money on behalf of EMPLOYER, if required. The CONTRACTOR shall at g
times keep the EMPLOYER indemnified against any actions for breach of the said Act 3
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1.19 RIGHT OF INSPECTION: -

The

contract shall be entitled, at any time, to inspect and examine any materials intended to berused in

regulations.

The CONTRACTOR shall, during the progredsthe works, comply at his own expense with all the
current rules and provisions for the protection of health and sanitary arrangements and safety
provisions for workers employed and shall at his own expenses provide for all facilities in @mnecti
therewith.

Contractors shall deposit all provident funds, ESI etc. to the respective authorities and produce the
receipt of the same to EMPLOYER regularly, failing which EMPLOYER will deposit the sam
himself and the same shall be adjusted in RA billRetention Money.

11%

EMPLOYER, the Architect and other consultants including their representatives concerned with |the

the works, either on the site or at the Factory or workshop or other place where such materialg are
assembled, fabricated or manufactured or at any place(s) where these are lying or from which these

are being obtained and the CONA®TOR shall give such facilities as may be required for such

i nspection and examination, at Contractoro6s clost

1.20 MATERIALS TO BE ARRANGED BY THE CONTRACTOR: -

1.

2.

1.21TESTING MATERIALS: -

1.22 REJECTION OF MATERIALS: -

The

The CONTRACTOR shall at his own cost and expense provide all materials required for the works

All materials to be provided by the CONTRACTOR shall be brand new conforming to latest |IS
Codes and ISI marked wherever applicable and all matesiads workmanship shall be as far as
procurable of the respective kinds described in the specifications drawings and/or schedule of
guantities and i n accordance wi t h t he Ar clhi t
CONTRACTOR shall, upon theequest of the Architect or EMPLOYER, furnish him with all
invoices, accounts receipt and other vouchers to prove that the materials comply therewith.

The CONTRACTOR shall, at his own cost and expense supply to the EMPLOYER through the

Architect samfes of materials proposed to be used in the works. The samples must be produced at
least four weeks before they are to be incorporated in works. The EMPLOYER shall within seyen
days of supply of samples or within such further period as he meayire, inform the
CONTRACTOR whether samples are approved by him or not. If samples are not approved, | the
CONTRACTOR shall forthwith arrange to supply the EMPLOYER for his approval fres
samples through the Architect complying with thgedfication laid down in the contract.

=

No materials shall be brought by the CONTRACTOR to site unless samples are approved.

Cement Store as per standard design finalized and approved by Consultant/ Engineer in Charge |to be
made at site by Contractorkis own cost.

The EMPLOYER or Architect shall be entitled to have tests carried out as specified in IS codes for
any materials supplied by the CONTRACTOR (other than those for which satisfactory proof has
been furnibed) at the cost of CONTRACTOR and the CONTRACTOR shall provide at his
expense all facilities which the EMPLOYER or Architect may require for the purpose. The cost| of
materials consumed as well as cost of testing from approvemtatiady shall be borne by the
CONTRACTOR.

Architect/EMPLOYER shall have full powers to reject/removal of any or all the materials brought

to site by the Contractor which are not brand new and in accordance with the contract specifications
or does not conform in character aquality to sample approved by the EMPLOYER. In case of
default on the part of the CONTRACTOR in removing rejected materials, the architect and |or
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EMPLOYER shall be at | iberty to have them re
risk. The Architect with prior approval of EMPLOYER shall have full powers to permit or to approve
other materials to be substituted for rejected materials.

1.23 CARE AND CUSTODY-

1. Materials required for the works, whether brought by the CONTRACTOR or sdppliethe

EMPLOYER shall be stored by the Contractor only at places approved by the EMPLOYE

storage and safe custody of materials shall be at the risk and the responsibility of
CONTRACTOR. The CONTRACTOR shall be liable for any lossl@amage to such materials due to
the neglect, theft or fire and shall make the loss good at his cost and expense.

2. Where in any running bill the, CONTRACTOR has claimed payment and the Architect h
included the value of any unfixed materials moked for incorporation in  works, then these
materials shall become the property of the EMPLOYER and they shall not be removed except
use upon the works, without the written authority of the EMPLOYER.

1.24 SURPLUS MATERIALS:-

Whenever thavorks are finally completed and advance if any in respect of any such materials is fu
recovered, the CONTRACTOR shall at his own expense forthwith remove from the site all surp
materials arranged by him after obtaining prior clearance iring/fitom the EMPLOYER.

1.25 EXTRA HOURS OF WORKING:-

If for any reason, the Contractor has to work on any section or complete work on holidays or after
normal working hour, the Contractor shall seek the consent of Consultant to do so after mmaking
adequate provision for safety requirements and any additional lighting required. The Contractor g
bear such extra hours working payment for his workmen and supervisory staff including the provig
for any additional plant, facilities and the likeésing out of extra hour working.
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In case the Contractor carries out construction in the night hours (beyond 20.00 hrs.) or listed holidays &
week offs , then CONTRACTOR shall arrange for to and fro travelling and food for his workers and

other staff safety and security for Project site staff deployed for supervision at his own cost.
126 CONTRACTOR®S ALL RI SK I NSURANCE COVER:

Notwithstanding anything contrary in this document, the CONTRACTOR shall arrange Contractc
All Risk cover insurance line with the following:

Value: The entire contract value (including the Contracté’plus 10% of the Contraftir the period of

completion of the Works which includes till the works are handed over to the EMPLOYER to cover t
damages due to Civil commotion, riots, war, earth quake, terrorist attack and other disturbances.

1 All Plants and machinery owned by ther@ractor for the project to be also covered.

1 Damage insurance against loss or damage by fire or any other disaster to the works during constry
until its completion

1 The CONTRACTOR has to take insurance policy to cover all risks including the abloweisks
covered in the Contractordéds policy include
Insurance, Labor and Materials at site etc.

Beneficiary: The CONTRACTOR (for the insurance policy taken by him)

Period: The period coverednder insurance shall be completion period as extendes
time plus 12 months of Defects Liability Period

Irs
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but
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Third party liability: The insurance shall cover all third party Liability
Employees cover: The insurance shall cover all risks to the employe€¥QITRACTOR.

The original policy shall be handed over to EMPLOYER within 10 days from the date of Letter of Intent/
Work Order.

Failing of above, EMPLOYER will arrange such insurance policy and recover the proportionate premium
amount from the first RA bi

1.27 GIVING OF NOTICES AND PAYMENT OF FEES: -

1. The Contractor shall give all notices and pay all fees required to be given or paid under any Statute,
Ordinance, or Law, or any regulation, or Hgev of any local or other duly constituted authoiiity
relation to the execution of the Works and by the rules and regulations of all public bodies and
companies whose property or rights are affected or may be affected in any way by the Works.

2. The Contractor shall conform in all respects with the provésafrany such Statute, Ordinance or Law
as aforesaid and the regulations or-bgevs of any local or other duly constituted authority which
may be applicable to the Works and with such rules and regulations of public bodies and companies as
aforesaid andhall keep the EMPLOYER indemnified against all penalties and liability of every kind
for breach of any such Statute, Ordinance or Law, regulation eatye

1.28 FOSSILS-

All fossils, coins, articles of value or antiquity and structures and otheimerar things of geological
or archaeological interest discovered on the site of the Works shall be deemed to be the absplute
property of the EMPLOYER. The Contractor shall take precautions to prevent his workmen or any
other persons from removing or dagiveg any such article or thing and shall immediately upon
discovery thereof and, before removal, acquaint the Enginesrarge of such discovery and carry
out the Engineer's orders as to the disposal of the same.

1.29 PATENT RIGHTS AND ROYALTIES: -

The Contractor shall save harmless and indemnify the EMPLOYER from and against all claims and
proceedings for or on account of infringement of any patent rights, design trademark or name or gther
protected rights in respect of any Constructional Plant, macliork, or material and for in connection
with the Works or any of them and from and against all claims, proceedings, damages, costs, charges and
expenses whatsoever in respect thereof or in relation thereto. Except where otherwise specified, the
Contracor shall pay all tonnage and other royalties, rent and other payments or compensation, if any,, for

getting stone, sand, gravel, clay or other materials required for the Works or any of them.

1.30 PLANT EQUIPMENT AND TRANSPORT: -

All tools, plant andequipment brought to the site shall not be removed off the site without the prior
written approval of the EMPLOYER. But whenever the works are finally completed or the contract
is terminated the CONTRACTOR shall forthwith remove from the silietools, plants and
equipment after clearance in writing from and the EMPLOYER.

1.31 ELECTRICITY AND WATER SUPPLY: -
1. The EMPLOYER does not warrant electricity and water connections. Temporary water and

electricity connections should be arrangedtbg Contractor at his own cost and shall be
responsible for all connections, pumps, pipes, storage capacity, cabling, wiring, conduiting and all
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other works necessary to distribute and use services from distribution points as much as reqt
for his wak.

The Contractor shall also make arrangement for alternative standby services at his own cost if
form of generators of adequate capacity (Day & Night) so that there is no delay in progress
works as per construction schedule submitted by him ppbaed by PMC.

If EMPLOYER is able to arrange for electricity supply from Authorities, then the same facilit
will be extended to the CONTRACTOR at one point. Cost of cabling, security deposit, met
monthly payments of electricity bills etc will be @ont ract or 6s account

installed meter will be levied at prevailing electricity charges. In case of meter getting faulty, 1.

% of RA bill will be levied toward electricity charges.

The available bore well in the premises canded by CONTRACTOR for drawing water. Water
charges will be deducted @ 0.5 % of RA bills.

1.32 CONTRACTOR'S SUPERVISION:-

1.

The CONTRACTOR shall give all necessary personal superintendence during the executig
the works, and as lonthereafter as the Architect and EMPLOYER may consider necessa
until the expiration of the Defect Liability Period.

2. Where the CONTRACTOR is not a qualified engineer or even if he is so qualified, he cannot, in

opinion of the Architect and ERLOYER give his full personal attention to the works, he shall,
at his own expense employ any experienced engineering graduate as his accredited age
supervise the works and to receive instruction from the Architect and EMPLOYER. Tk
employmentof engineer as aforesaid shall be to the approval of the Architect and EMPLOYH
who may verify his qualification and experience by referring original degree which shall be ma
available by the CONTRACTOR or the individual employed or proposed to be esdploy

If the CONTRACTOR fails to appoint a suitable engineer on being required to do so, the archil
or the EMPLOYER shall have full powers to suspend the execution of works until such daté
suitable engineer is appointed and the CONTRACTOR shdilklteresponsible for the delay so
caused to the works, if the CONTRACTOR fails to employ the qualified engineer, th
EMPLOYER shall have the discretion to appoint such engineer and payment made to S
engineer shall be recoverable from theNORACTOR.

Orders/Instructions given to the CONTRACTOR or his agent who will be nominated by th
CONTRACTCR before commencement of woskall be considered to have the same force as, if
they had been given to the CONTRACTOR himself.

The CONTRACTOR or hisgent shall be in attendance at the site during all working hours ar
shall superintend the execution of the works with such additional assistance in each trag
the EMPLOYER may consider necessary.

The CONTRACTOR or his accredited ageshall attend, when required and without making

any charge for doing so, either at works site or at the office of the Architect or EMPLOYE

to receive instructions from the Architect or EMPLOYER.

1.33 DISMISSAL OF CONTRACTORS EMPLOY EES:-

EMPLOYER shall have full power and without giving any reason to direct the CONTRACTOR t{
immediately cease to employ in connection with this contract any agent, servant or emplg
whose continued employment in his opinion isdesirable. The CONTRACTOR shall not be
allowed any compensation on this account.

1.34 SETTING OUT OF WORKS:-

1. The Architect shall supply dimensioned drawings, levels and other information necessary to en
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1.35

All work embracing more than one process shall be subject to examination and approval at each
thereof as stipulated by the Architect in consultation of EMPLOYER and the CONTRACTOR shall

1.36

137 ARCHI TECT6S | NSTRUCTI ONS:

4.

1.38

No alteration, omission or variati@nall vitiate this contract. In case the Architect or EMPLOYER thinks
proper, at any time during the progress of the works, to make any alterations in or omission from the w
or any alteration in the kind or quality of the materials to be issued th#reiArchitect, with approval of
EMPLOYER, shall give notice thereof in writing well in advance under his hand to the CONTRACTQ
and the CONTRACTOR shall carry out such alteration, addition or omissions as the case may requir,
accordance with such no¢. The value of such extra alteration, addition or omissions shall in all cases
determined by the EMPLOYER in accordance with the provisions of Clause 1.39 hereof and the s
shall be added to or deducted from the Contract amount.

1.39

the CONTRACTOR to set out the works.

2. The CONTRACTOR shall set out the works and shall provide and fix all setting out apparatus

required and solely be responsible for the true and perfect setting out the same and fo
correctness of the positions, levels, dimensions and alignmerdll oparts thereof. The
CONTRACTOR shall take in writing the approval of the EngirieeCharge for setting out and

the

levels before starting the work. However, the CONTRACTOR will be responsible for correctngss

of setting out of works.

APPROVAL BY STAGES:-

give reasonable notice in wnigj to the Architect when each stage is ready. In default of such notig

stage

e

received, the Architect shall be entitled to appraise the quality and extents thereof and in the event of

any dispute the decision of the EMPLOYER thereon shall be final and gindiecord of such
approval will be maintained at Site.

COVERING OF WORK:-

The CONTRACTOR shall give reasonable notice in writing to the Architect whenever any work is
be permanently covered or concealed, whether by earth or othermeans and in default of so

doing, shall, if it is required by the Architect, uncover such work at his own expense and make it gpod

at his own cost.

The CONTRACTOR shall carry out and complete the said work d@ryeespect in accordance with

the contract conditions and with the directions of and to the satisfaction of the Architect and

EMPLOYER. The Architect may from time to time issue further detailed drawings and or writteén

detailed diections/instructions and explanations within the meaning of contract agreement
regard to:

The variation or modification of the design, quality or quantity of works or the addition or omission or

substitution of any work, with the prior appal of the EMPLOYER.
The removal and/or rexecution of any works executed by the Contractor.

The opening up for inspection of handy work covered up.
The amending and making good of any defects.

VARIATIONS: -

RATES FOR ALT ERED/ SUBSTITUTED/ ADDITIONAL WORKS: -

1. If the rates for altered, substituted or additional work are not specifically provided in 1

n
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Contract, then such rates will be derived from the rates for a similar class of work as specified in

the Contract.
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1.40

1.41

All directions, notices etc, to be given undée contract shall be in writing, type script or printed and if

If the CONTRACTOR after receipt of written notice from the EMPLOYER requiring compliance, fails {o

1.42

1.

2. If the rates of altered, substituted or additional work cannot be determinedmarther specified
above,then the rates of such items of work shall be computeddban the Analysis dRates as
provided in CPWD, Analysis of Rates (dat edition). Water & Electricity charges even if provided
in the analysis will not be allowed since same are deemed to be included in the 15% (Fift
Percent) to be added towards establishment, overheads, water and electricity, POL cha
contingencyand CONTRACTOR profit, tool and tackles etc.

3. If the rates for the altered, substituted or additional work cannot be determined in the ma

een
rges,

nner

specified in above Clauses, then the rates for the same shall be decided by the EMPLOYER on

recomnendations of Architect on pn@ta basis or the actual cost to the CONTRACTOR at site
including labour (for which CONTRACTOR shall produce sufficient proof) plus 15% toward
establishment, overheads, water and electricity, POL charges, contingency andREONIR
profit, tool and tackles etc cover profits & overheads of CONTRACTOR.

DEFECTIVE WORK: -

1. The Architect or EMPLOYER shall, during the progress of the works, hae@er to order in
writing from time to time the removal and properesecution of any work executed with
materials or workmanship not in accordance with the drawings and specifications or instructig
and CONTRACTOR shall forthwith carry out such order at his own cost. In cadefatilts on
the part of the CONRACTOR to carry out such order, the EMPLOYER shall have the power t
employ other persons to carry out the same and all expense consequent thereon or incig
thereto as certified by the Architect shall be borne by the Contractor or ndagbeted by the
EMPLOYER from any money due or that may become due to the CONTRACTOR against f
contract or any other contract with the EMPLOYER.

2. The CONTRACTOR is responsible and shall ensure that there are no leakage or seepad
roofs, ceilings, walls, or floors or in the water supply, electrical or sewage system. Contrag
shall do the complete stage of work to the satisfaction of Architect and EMPLOYER.

3. Engineefin-Charge has full authority, discretion to reduce /paet ltes of various items, if the
executed item is not up to the satisfaction or yet to be completed. No objection frg
CONTRACTOR shall be entertained on this ground.

ORDERS UNDER THE CONTRACT -
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sent by registered post to the last known place of abode or business of the CONTRACTOR shall be

deemed to have been served on date when in the ordinary course of post it woulkhalelibered
to him.

comply within fifteen days with such further drawings and or Architect instructions, th

EMPLOYER may employ and pagther persons to execute any such work whatsoever that may be

necessary to give effect thereto, and all costs incurred in connection therewith shall
recoverable from the CONTRACTOR by the EMPLOYER on certification of the Arth#sa

e

be

debt or may be deducted by him from any money due to/become due to the CONTRACTOR. [The

measurements shall be taken jointly by the Engirieér i Charge or any person or persons duly

authorized by him and t he atlyontcomaletionmithie gemroremork. e 9
MEASUREMENTS: -
The CONTRACTOR shall measure the work done and enter into the measurement book, sign

submit to the PMC for verification and certification.
Mode of measurement for Civil Works will be as ¢ 1200.

If any alterations or additions (other than those authorized) have been covered up by
Contractor without his having given notice of his intention to do so, the Architect shall be entitled
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appraise the value thereof and in theent of any dispute the decision of the EMPLOYER thereor
shall be final and binding.

4. The measurement and valuation in respect of the contract shall be completed within one months qgf the
completion of the contract works.

1.43 DELAY AND EXTENSION: -

If the work is delayed beyond the stipulated time for reasons given below, then the Contractor
shall immediately give a written notice thereof to the EMPLOYER, but the CONTRACTOR shall
nevertheless consistently use his endeavors to prevent delay and shall do all that may be
reasonable or required to the satisfaction of the EMPLOYER to proceed with the work. The
EMPLOYER based on the recommendations of Architect, shall grant fair and reasonable rextensiqg
time for the completion of works in the following cases. :

1. By force majeure; as desired hereunder:

The CONTRACTOR shall not be held in default in performance of his obligations if sugh
performance is prevented or delayed due to any unforeaesascbeyond his control such as Act of
God, action of Govt. in its sovereign capacity and its statutory bodies, Civil commotion, flog
earthquake or any other natural calamities which cannot be foreseen.

o

However, it shall be incumbent on the CONTRACT@R inform the EMPLOYER/Architect
regarding conditions of force majeure in writing with documentary proof within 15 days d
commencement and completion of Force majeure circumstances.

=

2. By the works or delays of ot heEMPCOQYER.r act or 6|s

3. In consequence of the CONTRACTOR not having received in due time necessary
instruction/clearance from the Architect for which he shall have specifically applied in writing,
fifteen days before its actual requirement. No claihatsoever for any extra compensation in
respect of or arising out of extension of time as specified above shall be payable by the
EMPLOYER.

1.44 CERTIFICATE OF COMPLETION: -

1. Immediately after completion of the whole work which has been mentioned icottieact, the
CONTRACTOR shall give notice thereof to the Architect with a copy to the EMPLOYER. Th
work shall be completed to the entire satisfaction of the Architect and the EMPLOYER.
satisfied the Architect shall issue the certificate of completion

= D

f

2. The works shall not be considered as completed unless the Architect has certified in writing that
they have been accepted by the EMPLOYER. The defects liability period as mentioned in
Clause 1.46 shall commence from the date ceditlfy the Architect as date of completion.

1.45 AS BUILT DRAWINGS: -

The CONTRACTOR shall submit 2 sets of As Built Drawings along with CD'S for all trades of work to the
ENGINEERIN-CHARGE for his approval along with the Final Bill.

1.46 DEFECTSLIABILITY PERIOD: -

la Defects Liability Period shall bevelve (12) calendar montfagter handover of buildingAny defects
in material or workmanship observed in the entire work during execution or work or within
Defects Liability Period, shall eonotified in writing by the Architect or EMPLOYER to the
Contractor and shall be rectiied by him at his own cost within time as specified by
Architect/EMPLOYER.

1b To facilitate prompt attention to the defects, the CONTRACTOR shall employ a tetradesmen
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like Masons, Plasterers, Carpenters, Plumbers, Fitters and Labors covering all trades along
necessary materials and spares. A supervisor will also be available along with the maintenance
to take instructions from ArchitectPLOYER. The maintenance team will be available throughout
the defects liability period. The composition of the tradesmen will vary according to the nature
recurring defects noticed in the buildings. In case of default, the Architect/tEMPLOYER mayyempl
any other person to rectify or make good such defects. All expense consequent thereon
incidental thereto shall be borne by the Contractor and shall be recoverable from him by
EMPLOYER and shall be deducted from RA bills or Retention Momeferformance Guarantee/
Retention Money.

2. Should any defective works have been done or material supplied bsyus@GONTRACTOR

with
team

of

O

or
the

employed, the CONTRACTOR shall be liable to make good in the same manner as if such work or

material has been done supplied by the CONTRACTOR. The CONTRACTOR shall remain liable
under the provisions of this clause notwithstanding the signing by the Architect of any certificate
passing any account.

3. The architect shall also certify at the end of the Defdatslity Period regarding the state of
rectification of defects pointed out during defect liability period.

1.471 PROGRESS OF WORK:-

1.47.1.1 Commencement and progress of works

1.47.1.2 The Contractor shall commence the works withirdags of issue of letter of intent or within
15 days of receipt of letter from PM to commence the works and statutory approvals are

obtained whichever is later.

1.47.1.3 Within 15 days of issue of letter of intent by the competent authority, the Contshatbr

submit a program of construction .The Program shall be prepared in direct relation to the time

in the contract for completion of the project .The Program, so submitted and approved by th
organisation, shall form a part of the contract agreement.

147.1.4 To ensure good progress during the execution of the works the Contractor shall ensure the
financial progress equivalent to:

a) 1/8 of the contracted amount is achieved before ¥ of the total time allowed in
the contract has elapsed.

b) 3/8 of the contaicted amount is achieved before %2 of the total time allowed in
the contract has elapsed.

C) % of the contracted amount is achieved before % of the total time allowed in the

contract has elapsed.
1.47.2 LIQUIDATED DAMAGES: -

If the CONTRACTOR fails tcwomplete the works by the due date or within extended time, the Contract
shall be liable to pay Liquidated Damages to the EMPLOYER at the rate of 0.5 % of the contract value
every week of delay subject to a maximum of 10% of the contracé.val addition to Liquidated
Damages, in case the delay is beyond 4 months, it shall render the Retention Money to be forfeited a
addition a penalty of Rs. 10 Lacs (Rupees Ten Lacs Only) will be payable by the CONTRACTOR and
Contract will come teend and the EMPLOYER shall be at liberty to withdraw the work and get it execute
from any other agency at Contractorés risk and
1.48 ESCALATION: -

The contract amount shall remain firm andlshat be subject to any escalation whatsoever.
1.49 SECURED ADVANCE:-

The CONTRACTOR, on signing an indenture in the form to be specified by the Engir@earge,
shall be entitled to be paid during the progress of the execution of the work up tofeth&umaterial

or
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1.50

1.51

a) The Contractor shalubmit bills for the work done as per provision given in ®adtV i Appendix

b)

d)

e)

1.52

cost against (submission of invoice) or 65% of item rate, whichever is less, for materials such as cen
steel, bricks, tiles, stone etc which are #penishable, noffragile and norcombustible and are in
accordance with the contra@nd which have been brought on the site in connection therewi
and are adequately stored and/ or protected against damage by weather or other causes but
have not at the time of advance been incorporated in the works. Suahceshshall be deducted
completely in the next RA billMaterial advance can be claimed only in the following R.A. Bill and no
separate bill shall be raised.

Materials against which advance is paid shall not be removed frorysitertaking should be give by

CONTRACTOR to Employer, stating that materials remains in safe custody of CONTRACTOR ,
safeguarded against losses due to the CONTRACTOR postponing the execution of the work or d
shortage or misuse of the materials, or any unstated reason.

RETENTION MONEY

Tenper cent {0%) of the Contract value will be deducted towards Retention Money. It will be deducte
from every RA bill @ 10% of the gross bill amount. Alternately Contractor can submit a Bank
Guarantee for equivalent amoubégfore payment of 1st RA bill.

RUNNING ACCOUNT PAYMENTS: -

form of tenderPointno. 16

Any certificate relating to work done or materials delivered may be modified or corrected by 3
subsequent certificates or by the final certificate and no certificate of the EMPLOYER support
any payment shall on itself be conclusivedevice that any work or materials to which it relates are
in accordance with the contract.
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The running account payments shall be cleared by the EMPLOYER within 21 working days from the

date of the receipt of Contractoros bill, i f| f «

All payments to the CONTRACTOR shall be subject to deduction of Income tax at Source as |per

section 194(c) of Income Tax Act and other deductions as per contract.

All interim payments shall be treated as advance payments. On completion of the entirthavork,

Contractor shall submit his final bill.

FINAL BILL: -

1. The final bill shall be submitted by the Contractor in duplicate within one monsgisud ofvirtual
completioncertificate. The Architectwill certify the bill so submitted in next 30 dayBayment of
those items of the final bill in respect of which there is no dispute shall be made in next 30 days of
receipt of dulycertifiedbill from the Architect.

2. It shall be accompanied by all abstracts, vouchers etc. supporting it and shall bedonehe
manner prescribed by the EMPLOYER.

3. No charges shall be allowed to the CONTRACTOR on account of the preparation of the final bill.

4. No further claims shall be made by the CONTRACTOR after submission of a final bill, and other

claims if at all, shll be deemed to have been waived and extinguished with his free consent.

5. The Engineein-charge shall check and forward the final bill along with all the measurement

books i n original to the Architect and Wi ot

EMPLOYER.

6. The CONTRACTOR shall be entitled to be paid the full measurement value of work less {

he

value of payment made on account and any charges properly preferred under the conditions of
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contract, for stores supplied by the EMPLOYER sabjo the certification of the final bill by
the Architect.

After the payment of the amount of the final bill, the CONTRACTOR may, if he so desirg
reconsider his position in respect of the disputed portion of the final bill and take step 1
settlement and if he fails to do so within 30 days, his disputed claim shall be deemed to have |
waived and abandoned by the CONTRACTOR.

All payments due under this contract shall be made by means of a crossed cheque 'A/C pg
IRTGS.

1.53 RECOVERY FROM CONTRACTOR: -

1.

2.

1.54 DET

Whenever any claim for payment of a sum of money arises(s) out under this contract agg
the CONTRACTOR the CONTRACTOR shall on demand make the payment of the same
agree for effecting adjustment from angncaints due to him by the EMPLOYER. If,
however, he refuses or neglects to make the payments on demand or does not agre€
effecting adjustment from any amount due to him, the EMPLOYER shall be entitled to withhqg
an amount not exceeditlge amount of claim(s), from any sum then due or which at any timg
thereafter may become due to the CONTRACTOR under this or any other contract with
EMPLOYER or from the Contractor os

till such time, payment is made by the CONTRACTOR or till the claim(s) is/are settled
adjusted.

It is an agreed condition of this contract that the sum of money(s) withheld or retained as ang
way of lien under this condition by the EMPLBR, will be kept, withheld or retained as such
by the EMPLOYER, till the claims arising out of or under/this contract is settled or adjust
and that the CONTRACTOR will have no claim for interest or damages whatsoever on &
account inrespect of such sum so withheld.

ERMINATION: -

1. The EMPLOYER may without prejudice to any other right or remedy cancel the contractin p

or whole in any of the following cases :

If Contractor:

@

(ii)

(iii)

(iv)

v)

Being an individual, or if a firm,any partner thereof at any time be adjudged insolvent of

having received orders for administration of his estate made against him & daake
proceedings for liquidation or composition under any Insolvency Act for the time being in for
or makesany conveyance or assignment of his effects or composition or arrangement for
benefits of his creditor or purport so to do or if any application be made under Insolvency Act
the time being in force for the sequestration of his estate ortriisadeed be granted by him for
and behalf of his creditors or.

Being a company passa resolution or the court makan order for the liquidation of its
affairs or a receiver or manager on behalf of the debenture holders be appainted
circumstances arisavhich entitle the court or debenture holders to appoint a receiver (¢
Manager, or.

Assigns, transfers or subjects or attempts to assigns transfer or sublet any portion of the w
without the prior written approval of tHEMPLOYER or.

Makes defaults in commencing the work within a reasonable time from the date of t
handing over of the site and continue in that state after reasonable notice from
Architect and or EMPLOYER.

In the opinion ofte EMPLOYER/Architect at any time whether before or after the date o
extended date for completion makes defaults in proceeding with the works with due dilige
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3. The EMPLOYER shall also be at liberty to use the materials and other stores on site as

1.55 FORECLOSING OF WORK: -

1.56 SETTLEMENT OF DISPUTES:

and continues in that state after reasonable notice from the ArchitectEM&®LOYER or
delays the project.

(viy Fails to comply with any of the terms and conditions of the contract after reasona
notice in writing with directions properly issued there under.

(viiy Fails to complete the works, work order and sewhwork within individual dates for completion
and clear the site on or before the date of completion.

2. Whenever the EMPLOYER exercises his authority to cancel the contract under any Clause
may complete the works by any meansatitient r act or 6s ri sk and e
in event of cost of completion after alternative arrangements have been finalized by

ble

, he
X p e
the

EMPLOYER to get the works completed or estimated cost of completion (as certified by the

Architect) and approved by the EMPLOYER being less than the contract cost, the advantage 9
accrue to the EMPLOYER. |If the cost of completion after the alternative arrangeme
have been finalized by the EMPLOYER to get the work completexstimated cost of completion

(as certified by the Architect) and approved by the EMPLOYER exceeds the money due to

hall
nts

the

CONTRACTOR under this contract, the CONTRACTOR shall either pay the excess amolunt

assessed by the Architect or the sasiall be recovered from the CONTRACTOR by adjustments|
from outstanding or by other means.

thinks proper in completing the work and the NJBACTOR will be allowed the necessary

credit. The amount of credit to be allowed in completing the work shall be assessed by
Architect and approved by the EMPLOYER and the amount so assessed shall be final and bin
on the CONTRACTOR.

In case the EMPLOYER completes or decides to complete the works under the provisions of
contract, the cost of such completion to be taken into account in determining the excess cost {
charged to the CONTRACTOR under this condition shalihe cost or estimated cost (as certified
by the Architect) of materials purchased or required to be purchased and or the labour provide
required t o be provided by the EMPLOYER, a
addition of 25% (twenty Five percent) to cover superintendence and establishment charges.

1. If at any time after the acceptance of the tender, the EMPLOYER, for any reason whatsoe
does not require the whole or anytps the works to be carried out, the EMPLOYER shall give
notice in writing of the fact to the CONTRACTOR, who shall have no claim to any payment
compensation or otherwise, whatsoever on account of any profit or advantage which he m
have derived from the execution of the work in full but which he did not derive in
consequence of the foreclosing of whole or part of the works.

2. He shall be paid at contract rates for the full amount of the executed works including su
additional vork e.g. clearing of site etc. as may be rendered necessary by the said foreclos
he shall be allowed a reasonable payment (as decided by the EMPLOYER) for any expe
sustained on account &ibor and materials collected but which couldt be utilized on the
works.

If the Contractor considers any work demanded of him to be outside the requirements of the Cont
or considers any drawings, record or ruling of the Eng#ireeharge on any matter gonnection with

or arising out of the Contract or the carrying out of the work to be unacceptable, he shall promptly
the Engineein-charge in writing, for written instructions of decision. There upon the Engineer
charge shall give his written institions or decision within a period of thirty days of such request.

Upon the receipt of the written instructions or decisions, the Contractor shall promptly proceed with

he
the
ding
this
0 be

d or
S

ver,

ight

ch
ing,
nses

ract,

ask

out

42 of 139



1.57 ARBITRATION :-

1.59 SITE ORDER BOOK: -

1.60

161

1.62

1. A site order book shall be kept at PMC's office at site of work. As far as possible, all orde

delay to comply with such instructions or decisions.

If the Engineeiin-charge fds to give his instructions or decisions in writing within a period of thirty
days after being requested, or if the Contractor is dissatisfied with the instructions and decisions
shall appeal to the EMPLOYER\yho shall afford an opportunity to th€ontractor to be heard and to
offer an evidence in support of his appeal. The EMPLOYER shall give a decision within a period
thirty days after the Contractor has given the said evidence in support of his appeal.

If the Contractor is dissatisfied withis decision, the Contractor within a period of thirty days from the

receipt of the decision shall indicate his intention to refer the dispute to Arbitration, failing which the

said decision shall be final and conclusive.

That in theevent of any question, dispute or differences arising out or in connection with

, he

of

any of the terms and conditions of the Agreement, in the first instance, the parties hefeto

shall try to resolve the same by mutual consultation, failing which the saméeahaferred

to the sole arbitrator to be appointed mutually by the parties. The Arbitration and

Conciliation Act, 1996 and any statutory modification oeractment thereof, shall apply
to these arbitration proceedings. Arbitration proceedings shallldethdlew Delhiand the

language of the arbitration proceeding shall be English. The arbitral award shall be final and

binding upon both the parties. All Arbitral Awards shall be in writing and shall state th
reasons therefor.

e

rs/

regarding the work shall be entered in this book. All entries shall be signed by PMC, his authorized

subordinates who are inoharge of work or his represatites. In important cases, PMC will
countersign the entries which have been made.

The contractor or his representative shall be bound to take notéin$talictions and directions
meant for the contractor as entered in the site order book.

ACTION WHERE NO SPECIFICATIONS ARE SPECIFIED: -

2. The site order book shall not be removed from the work site except with written permission of PMC.

The contractor shall execute all the work as per BOQ, drawings and specifications. In case of any class

of work for which there is no such specification, such work shall be carried out in accordance W
standard CPWD Specifications or Bureau of Indian Standards (BIS). In case there is no S
specification in BIS, the work shall be carried out as per manuéactuld s s peci fi cal
engineering practices at the discretion of PMC/EngHreeharge.

PERMISSION FOR BLASTING: -

Under normal circumstances, blasting will not be permitted for excavations. If necessary, it will

ith
uch
i o

be

allowed only after taking permission from the concerned local bodies. The responsibility of taking

permission including remittance of fees will be with doatractor.

RELICS, OBJECTS OF ANTIQUITY, TREASURES, ETC.: -

All gold, silver, oil minerals archaeological and other findings of importance, all precious stong
coins, treasures, relics, antiquities and other similar things which may beifoamdpon the site shall
be the property of EMPLOYER and Contractor shall duly preserve the same to the satisfaction
EMPLOYER and from time to time deliver the same to such person or persons as EMPLOYER 1
authorize or appoint to receivtbe same.

43 0f 139

nay



1.63 REQUIREMENT OF MINIMUM TECHNICAL STAFF TO BE DEPLOYED: -

Proje| Contract Qualification Number Min Remarks
ct Period Experience

Construc 12 i) Project Manager BE (Civil) 1 10 Principd Technical
tion of Representative
Institutio ii) Graduate Engineer BE (Civil) & BE 1 each 7
nal (Electrical)
Building

iii) Diploma Engineer Civil/ Electrical 1 each 5

iv) Supervisor Civill MEP

1 each 10

In case of nortompliance, rate of recovery will be done at followrates:

Sl. No. Quialification Rate of recovery
0] Project Manager with Degree Rs.8,000/p.m.
(i) Graduate Engineer/ Diploma Engineer Rs.4,000/p.m.
(iir) Supervisor Rs.25000fp.m.

2LOGISTICS PLAN FOR HEALTH

2.1 LABOUR AND EMPLOYMENT LAWS

1. No labour below the age of eighteen (18) years shall be employed on the Project.

2. The Contractor shall not pay the laborers engaged by it on the Project less than what is provide

. The Contractor, at his own expense, shall comply with all the current applicable labour laws ¢

. The Contractor is covered under the Contractor Labour (Regulation and Abolition) Act, 1970,

. The Contractor shall employ labour in sufficient numbers, either directly or thrQudh

under the applicable laws. Whether for time or piece work, based on the applicable rates of wage
fixed under law at the time. The Contractor shallueeghat the provisions of the Minimum Wages
Act, 1948 and the Provident Fund Act, 1952, as amended from time to time, are fully complied w
The Contractor shall maintain the necessary registers and records for payment of wages, over
Provident Funcetc, made to its workmen / Regional Provident Fund Commissioner as required
the Conciliation Officer (CentralMinistry of Labour, Government of India, Provident Fund
Department or such authorized person appointed by the Central and/or State Govefimment
Contractor shall ensure that this is complied by him including any labour CONTRACTOR employ|
by him.

keep the EMPLOYER indemnified thereof.
The Contrator shall pay equal wages to both men and women in accordance with the applicg

Labour Laws.

shall obtain a license from the licensing authority (i.e. Offitehe Labour Commissioner) by
payment of the necessary prescribed fee and deposit. Such fee and deposits shall be borne |
Contractors and included in their Tender.

Contractors, to maintain the required rate of progress and of quality to ensure workmanship tg
degree specified in the Contract documents and to the satisfaction of the PMC.
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7. The Contractor shall furnish to the PMC the labour returns of the nuanbedlescription, by trades,
of the people employed on the Project every Saturday. This shall be for the preceding week.

8. The Contractor shall submit in the last working day of each month to the Engilreeharge an
Accident Status Report. This shallosh the accidents that occurred during that time period; the
circumstances under which they occurred; and the extent of damage caused by them.

9. The Contractor shall submit on the last working day of each month to the PMC a Maternity Bene
Statement. Thishall identify the number of female workers who have been allowed Maternit
Benefit as provided under the Maternity Benefit Act 1961, or the Rules made there under, and
amounts paid to them.

10. The Contractor shall comply with all the provisions of fielowing statutory Acts or any

11.

12.

modifications thereto and the rules made there under from time to time.

The Factories Act, 1948
The Payment of Wages Act, 1936
The Minimum Wages Act ,1948

The Employersd Liability Act, 1938
The Apprentices Act, 1961
TheWor kmenés Compensation Act, 1923

The Industrial Disputes Act, 1947

The Maternity Benefits Act, 1961

The Contract Labour (Regulation and Abolition) Act, 1970

The Employment of Children Act, 1933

The Provident Funds and Miscellaneous Provisions Act, 1952
TheEmpl oyeebs Pension Scheme, 1995

Should a report be made by an Inspecting Officer, as defined in the Contract Labour (Regul
and Abolition) Act 1970, the Employer shall have the right to deduct from any money due to
Contractor any sum required, @stimated to be required, for making good the loss(es) suffered b

a
th

worker or workers by the reason of faifillment of the Conditions of the Contract relating to
e benefits of workers, nguayment of wages or of deduction made from their wages veneh

not justified by the terms of the Contract or faliservance.

The Contractor shall indemnify the EMPLOYER against any payments to be made under and

th

@

e observance of the provisions of the aforesaid Acts.

In the event of the Contractor committingdefault or breach of any of the provisions of the
aforementioned Acts, as amended from time to time, of furnishing any information
submitting or filling in any Form/Register/Slip under the provision of these Acts which i
materially incorrect, thenrothe report of the Inspecting officers, the Contractor shall, withouf
prejudice to any other liability, pay to the EMPLOYER a sum not exceeding Rs. 1000.00
Liquidated Damages. This shall be applied to each incident for every default, breach
furnishing of, submitting, making and/or fillinop materially incorrect statements, the exact
amount shall be fixed by the Architect.

iiln the event of the Contractorbés default

may be increased to Rs 100.00 gay for each day that default occurs up to a maximum of
one percent (1%) of the Contract Amount.

(i) The Employer shall deduct such amounts from the RA bill or the Retention Money of tl

Contractor and credit the same to the Welfare Fund constituted unslerfties. The decision
of the Employer in this respect shall be final and binding.

2.2 HEALTH AND SANITARY ARRANGEMENT FOR WORKERS EMPLOYED BY THE
CONTRACTOR

1. These rules shall apply to all the building and construction contracts.
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2. In respect of all laboudirectly or indirectly employed on the Project for the execution of the workg
which is for the performance of the Contract
or cause to be complied with, all the rules and regulations of thleskmitéary and other Authorities or
as required by the Employer from time to time for the provision of the adequate Health and Sani
arrangements for all workers.

3. The Contractor shall provide off site, if required, its own separate labour camp comipleta|
amenities such as electricity, water and other health and sanitary arrangements. The Contractor
also provide all the necessary surface transportation to the project site and back to the labour cam
all their labour personnel accommodate the labour camp.

2.3 FIRSTAID

The Contractor shall provide and maintain at the Project site, in an easily accessible place, first aid sup
including an adequate supply of sterilized dressings etc. These supplies shall be kept in good arder
member of the Contractorés staff trained to c
and shall be readily available during working hours.

The Contractor shall maintain on site at all times a car, if required, shall be availalde smyainjured
person or persons to the nearest hospital.

2.4 DRINKING WATER

The Contractor shall provide and maintain at one central location, easily accessible to labour, a suffi
supply of safe drinking water. The water supply storage contairer be no closer than 20 meters from
any latrine, drain or other source of pollutions. Where water is obtained from an existing well, which
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within the proximity of latrines, drains or other sources of pollutions, the well shall be properly chlorinated

before water is drawn from it for drinking. All such wells shall be closed securely and be provided wit
trap door that shall be dust proof and seal the opening. A reliable pump shall be fitted to each covered
The trap door shall be kept lockeddashall be opened only for cleaning and inspection, which shall bg
done at least once a calendar month.

2.5 WASHING AND BATHING PLACE

The Contractor shall provide adequate washing and bathing places separately for men and women.
places shall be maiained in a clear and dry state.

2.6 LATRINES AND URINAL

() The Contractor shall provide on the Project site, within accessible location, latrines and urinals.

(i) The calculation of the number of units which shall be provided, separately for men and women
based on the following criteria:

No of seats
a. Where the number of persons 2
Does not exceed 50
b. Where the number of persons 3
Exceeds 50, but does not exceed 100
c. Extrafor every additional 100 persons 3

(i) If women are employed on the Project site, separate latrines, screened from those provided for
shall be provided. They shall bel ear | vy mar ked AFor Wo me n
poster/symbol showing the figure of women shall be exhibited at the entrance of the latrines. Th
shall be an adequate water supply close to the latrines.

(iv) The latrines and urinals for men shallb@ser at e and screened from
clearly marked dFor Men Onlyo in | ocal Il an
shall be exhibited at the entrance of the latrines. These shall be an adequate water supply close
latrines.
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v)

The latrines shall be:

a. If water borne sewage system is available, be whtehed latrines.
Or

b. With septic Tank

(vi) The latrine structure shall be constructed of masonry or some suitable heat resistarganbant

material. It shall be cemeipiastered inside and outside at least once a calendar year. The latri
shall have thatched roofs.

2.7 DISPOSAL OF EXCRETA

The Contractor shall make arrangements for proper disposal of excreta by incineration by means
suitable incinerator approved the Municipal Medical Office of Health in whose jurisdiction the project
site is located.

2.8 PROVISION OF SHELTER

At

the project site, the Contractor shall provide, free of cost, two suitable sheds for meals, one eac

men and women, to be usedthg labour force. The sheds shall be roofed with thatch, as a minimum, a
flooring will be provided. The sheds shall be kept clean.

2.9 CRECHES
1. The Contractor shall provide, where there are women workers employed, two huts for the use
children undethe age of 6 years, who belong to these women.
2. One hut shall be used for the infantés game

bedroom.
The huts shall not be constructed to a lower level of construction than:

() Thatched roof

(i) Mud floor and dwarf walls

(i) Planks spread over the mud floor and covered with matting.

The huts shall be provided with suitable and sufficient openings for light and ventilation.
The place shall be kept neat and clean

The use of the hut shall be restricted toittiants, their mothers and their attendants.

Where the number of women workers is more than 25 and less than 50, the Contractor shall provi
least one Dai to look after the children of women workers.

The size of the creches may vary with the nunab@vomen workers.

The créche or creches shall be properly maintained and necessary equipment, including toys, sh
provided.

2.10SOLID WATER DISPOSAL

The Ministry of Environment and Forests hereby accords environmental clearance as per ttanRrfovisi
Environmental Impact Assessment Notification, 1994 and the subsequent amendment Subject to
compliance of the terms and conditions mentioned below.

Part AT SPECIFIC CONDITIONS

A. Construction Phase:

ne
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All required sanitary and hygienic measust®uld be taken before starting construction activities and to b
maintained throughout the construction phase.

1.

11%

During the construction phase average water requirement of about 185 cubic meters per day would be

met from tankers. Water usage during cargdton should be optimized to avoid any wastage.

The Workers employed during the construction phase will be provided adequate drinking water

and

sanitary facilities. The safe disposal of wastewater and solid wastes generated during the construction

phaseshould be ensured.

All the topsoil excavated during construction activities should be stored for use in horticultu
Landscape development within the project site.

Disposal of muck including excavated material during construction phase should riet amga
adverse effects on theeighboringcommunities and disposed taking the necessary precautions for
general safety and health aspects.

e/

Use of diesel generator sets during construction phase should be enclosed type and should confirm to

Environment(Protection) Rules prescribed for air and noise emission standards.

Vehicles hired for bringing construction material at site should be in good condition and sho
confirm to applicable air and noise emission standards and should be operated onlynalupegk
hours.

Ambient noise levels should confirm to residential standards both during day and night. increme

uld

ntal

pollution loads on the ambient air and noise quality should be closely monitored during construction

phase.

Construction spoils includinbituminous material and other hazardous materials must not be allowed

to contaminate watercourses and the dump sites for such material must be secured so that they should

not leach into the ground water.

Regular supervision of the above and other measinaslid be in place all through the construction
phase so as to avoid disturbance to the surroundings.

10. Energy efficient construction materials shall be used to achieve the desired thermal comfort.

B. Operation phase:

1.

Water harvesting system and energysasuation measures like installation of solar panels for lighting

the areas outside the building should be integral part of the project design and should be in place

before project commissioning.

The project proponent shall obtain necessary permisgimmsthe Municipal Corporation/Water board
before drawing the water from the sources for the purpose of the proposed construction activity.

Noise barriers shall be provided at appropriate locations so as to ensure that the noise levels d
exceed the iegscribed standards.

The solid waste generated should be properly collected, segregated before disposal to the
municipal facility.

Any hazardous waste should be disposed of as per applicable Rules and norms with nece
approvals of the concernedthorities.

0 not

City

ssary

Incremental pollution loads on the ambient air quality, noise and water quality should be periodically

monitored after commissioning of the project.

48 of 139



7. Provision for rain water harvesting has been made in the proposal. Rain water harveséng sy
should be operational for recharging of aquifer before project commissioning. The project shg
regularly monitor ground water levels and deterioration of ground water.

8. Care shall be taken to ensure energy conservation during the constructiongseviedl as in the
design and layout of buildings. Project Authorities will submit a detailed plan for conservation
energy and use of technologies for improved energy efficiency.

PART iB. GENERAL CONDITIONS

1. Provision should be made for the supply of kerosene or cooking gas / pressure cabletabourers
during construction phase.

2. All the labourers to be engaged for construction works should be screened for healtteguodtely
treated before the issoéwork permits.

3. Financial provision should be made by the project proponent in the total budget offftggect  for
implementation of the suggested safeguard measures.

4. The Ministry reserves the right to add additional safeguard measures subseduentfpund
necessary and to take action including revoking of the environment clearameder the provisions
of the environmental (Protection) Act, 1986 , to ensure effedth@ementation of the suggested
safeguard measures in a tipeund and satisfaoty manner.

3.SAFETY PROCEDURES

INTRODUCTION

Safe methods of working shall be a main consideration in all operations. Contractors shall provide H
with details of their methods of work, highlighting the safety aspects. It is the responsibility efsalhg
employed on this project to act responsibly to prevent accidents to themselves and to oth
Notwithstanding the provisions contained herein the Contractor is not exempted from the enforcemer
any Act or Rule.

1. Each Contractor is responsible forthe safety of his work by:

() Providing safe plant, equipment and working conditions.

(i) Ensuring the establishment of safe working procedures.

(i) Providing suitable protective equipment and clothing e.g. gloves, ear muffs and goggles.

(iv) Providing adequate jdipaining.

(v) Providing fire extinguishers and first aid box.

(vi) Reporting all accidents and dangerous occurrences, with copies to Employer

(vii) Ensuring that hazardous materials, if necessary on site, will be stored and used in a safe mann

2. ltis the duty of all persons employed on site:

uld

MC

ers.
nt of

(i) To report defects in any plant or equipment to his supervisor and to cease using that equipment if it

is in a dangerous condition.
(i) To comply with all safety procedures necessary at his place of work as defined by legislation.

(i) To wear the personal protective equipment required for his own safety.
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(iv) To cooperate with management in creating and maintaining a high standard of safetyahdalth

welfare.

(v) To familiarize themselves and comply with the agreed methods and systemuskimg.

(vi) To assist management by taking all possible steps to avoid accidents.

3. Persons responsible for safety:

It remains the responsibility of each Contractor to nhame his Site Manager, who will be responsible
the safety of his works, and also hiswpany safety officer along with his contact details.

3.1 SITE SAFETY POLICY
This section covers safety objectives. Detailed procedures are giverSiteti@afety Manual.

| Safety Plan:

The Safety Plan is to be prepared by the Site Safety Officas andover all of the following:

Damage Avoidance

Detection & Correction

Protective Equipment

Inspection & Maintenance
Training

Investigations

Control / Protection

Site Security

Material Storage

Fire Protection

Compliance to Regulations

II. Responsibilities:

Site Safety Officer/Manager Responsible for:

Planning and caeoordinating all work to avoid bodily injury, property
damage and loss of productive time

Establishing and maintaining a system for prompt detection and correttion p

unsafe practices and conditions.

Assuring the availability and use of personal protective equipment.
Establishing and maintaining an effective and comprehensive inspection a
maintenance system and record.

Establishing and supporting an educational and job skill training designed
ensure a safe working environment.

Investigating accidents to determine cause and take the necessary correc
action.

Providing vistor control and hazard protection.

Providing project site security.

Controlling the placement of materials received consistent with the traffi
control pattern established.

Providing fire protection inco-ordination with local authorities. The
Contractor shall provide and maintain adequate fire protection in the form ¢
barrels of water with buckets tanks, fire extinguishers, or other effective
means of extinguishing fire, ready for instant use. The r@otar shall follow
the instructions and specifications of the concerned local authorities.
Ensuring compliance with the laws, ordinances, rules and regulations issu

or promulgated by state, local and governmental agencies.

for
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Safety Supervisor

Il Accident / Incident Reports:

Timely reporting

Injuries

Timely reporting

Note:

An incident can include lost property, damaged property, injury, fire, crime etc.

The logs are maintained and updated as needed by the PMC using the format shown in attachment.

V. Public Relations:

Reporting

the health and safety of all Site personnel.

Implementing Site Safety Policy and Procedures.

Responsibilities include :

Preparing the Site Safety Plan.

Obtaining a Safety plan from alfrade Contractors describing hazards
particular to that trade.

Ensuring that daily job site safety inspections are conducted and the
forwarding a written report to PMC.

Developing a fire evacuation plan.

Before commencement of work, tI@ONTRACTOR shall appoint a Safety
Supervisor and to submit a detailed site safety plan for hazards particular
that trade.

Responsibilities include :

Providing and enforcing the use of personnel protective equipment an
ensuring attendance ofallempiog s at t he regul ar @
Taking immediate action to correct unsafe practices or conditions.
Ensuring adequate first aid supplies are available and that there are person
on site qualified to administer first aid.

Ensuring that Safety Rules and Enesrgy Telephone numbers are posted in a
prominent place.

Ensuring all accidents are reported in a timely manner.

Any injury or injury resulting in fatality shall be reported immediately to the
PMC who, inturn shall notify the same to the Employer.

Any accident involving injury is reported to PMC using the form shown in
attachment.

Each incident on site shall be reported as soon as possible, but of incidents
later than 24 hourafter the incident. The form shown in attachment is to be

used.

All inquiries regarding any incident or accident received by the Contractor

shall be reported immediately to the PMC or his Representative fo
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appropriate action. The same shall be informed to the EMPLOYER
immediately .

Site pesonnel shall not discuss accidents/incidents with the media.

4. SITE SAFETY MANUAL
INTRODUCTION

This manual has been divided into wadifined sections; these section provide supporting information to the
checklist.
Tool Box Meetings

These meetingshall be held at the project start up time and shall continue on a regular basis; in addition, if an
accident has occurred on site, a meeting should be held once the cause has been established.

A specific topic should be covered at these meetings. &ation in this manual would form a suitable topic.
The contractor shall maintain the record of the meetings.

4.1 GENERAL SAFETY PRACTICES: -

1. Foremen and supervisors shall insist on employees observing and obeying every rule, regulation and
order as necessafor the safe conduct of work.

2. Every workman shall know how to do his job/perform his duties safely. Never take chances or use
unsafe methods, tools or equipment. If you do not know how to do the job safely, ask your supervigor.

3. Take interest in your eworkers. Explain or show them the safe methods of doing the work and
caution them about dangerous or unsafe acts.

4. Anyone known to be under the influence of any intoxicating substance shall not be allowed on the jjob.
Drugs, pills, tranquilizers etc ar@tbe taken on the job unless written permission is obtained from a
doctor.

5. No one shall knowingly be permitted or required to work while his ability or alertness is so impairgd
by fatigue, illness or other causes that might, unnecessarily, expose dtimeisrto injury.

6. Fighting, quarrelling, being abusive etc. are forbidden on the job.
7. Firearms and ammunition are not be brought to the job site at any time.
8. Never throw material or equipment of scaffolding. Someone may be walking or working below.

9. " Tool Boxo0o safety meetings shall be conducted
be instructed on accident prevention.

10. No one shalll operate equi pment or use tool]s
AOUT OF ORDERmd repairs have beea qnade and said tag has been removed by|an
authorized person.

11. Notify the Safety Officer regarding use and storage of chemicals.

12. Adequate precaution shall be taken by the Contractor to ensure no materials shall be so stacked or
placed,so as to cause danger or inconvenience to any person or the Public. The Contractor shall
provide all necessary fencing and lights to protect public from accidents and shall be bound to bear
expenses otlefenseof every suit, action, other proceedings aivithat may be brought by any
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4.2 PERSONAL PROTECTIVE EQUIPMENT: -

Whenever there is a possibility of exposure to hazardous material or operations, personal prote
equipment or devices shall be worn or used. These include (but are not limited to) hard hats, safety g
safety glasses and goggles, gloves, protedivits, hoods, respiratory equipment and proper hearing
protection.

The Contractors at all levels will be held responsible for ensuring that workers wear proper protec
equipment.

1.

person for injury sustained owing to neglect of the above precautions to pay any damages and
which may be awarded in any such suit action or proceedings to any such person.

Hard Hats:
All personnel working in areas where there is a possibtgetaof head injury from impact, or from

costs

ctive
hoes,

tive

falling objects, shall be protected by protective helmets. This will be interpreted as all areas within

the site boundary except inside permanent or temporary structures not under construction.
Helmets shall confin to the specifications contained in the National Standards

Employees of Contractors who are represented on the construction site, who apply for entry to
project and are not in possession of an approved hard hat, will be asked to remain atitiieyagzur
until arrangements can be made by their supervisor / foremen to obtain an approved hard hat.

Eye Protection

Eye protective gear shall be used while doing work that may cause possible injury to eyes from fly
particles, grinding, splasheselding or cutting operations.

Safety Shoes
All workers must use safety shoes
Clothing:
To be suitable for the type of work in which they are engaged.
Hearing protection:
Hearing protection equipment shall be used by all the workers while opgragngatic equipment.
Respirators:
Whenever and wherever necessary to protect from dust, gases, hazardous chemical and vapors.
Safety belts :
Safety belts shall be used while working from high places.
Protective gloves
To be wornaswork activity may require.
Housekeeping
(i) Place debris, rubbish and waste in proper containers.

(i) Place and store material and equipment in designated storage areas.

the
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(i) Working areas, passageways, stairs and exits shall be kept free from all debris, equqoise
and other sharp objects.

(iv) Avoid spilling liquids. Wipe off spills immediately.
(v) Use safety cans to store flammable liquids.
(vi) Sharps objects protruding from timber from panels etc are to be pulled or bent over.

(vii) Debris and combustible scarp shall be disposkdn a regular basis and not allowed to

accumulate.
4.3 LADDERS:

1. Select the right ladders for the job. Do not use a too long or too short laddest Do splice  two
ladders together. Do not use lightweight or household ladders in deavy construction job. Do
not use metal ladders near electrical circuits, fixtures power lines.

2. Check the condition of ladder for cracked or split rails; for missingroken steps, cleats, rungs,
treads or Lshapes; for sharp edges or splinters.

3. If any of the above conditions exist, withdraw the ladder from use and fix ibate if possible if it
cannot be fixed, destroy it. Every ladder should havidentification tags, records of maintenance
and inspection must be maintained.

4. Use ladder safely. Place it with care; do not lean it against a movable objéddake sure it is not
placed on a loose object or uneven footing. Do not place itdtmse to a wall. The drizontal
distance from wall to the foot of the ladder should never be less than 1.4 times the length and it
should extend at least 36 inches  above the upper horizontal edge. Tie ladder with rope or wire
If wire is used, be careful to protect users froinjury.

5. Only one person at a time shall be permitted on a ladder.

6. Always face the ladder and grasp the side rails or rungs with both hands abesnding and
descending.

7. Do not carry tools or material when going up or down ladders. Use a buclegtroras bag on a rope
to haul or lower then.

8. Be sure the soles of your shoes are free from dirt oil and mud before usintpdder.

9. Never work above the second rung from the top of the ladder.

10. Stepladders should not be over 10feet long. Do not use adsteplas a straighadder.

4.4 SCAFFOLDING:

1.

Scaffold should be tubular and designed for the loads it will carry. Bamboo shall not be used
scaffold. Inspect the scaffold before use.

Scaffold planks must be tested, carefully erected and made sequeyént slipping by using cleats
or tying.

Scaffold to be braced/tied to the permanent structure at suitable intervals to prevent overturning.

All scaffolds shall have handrails and toe boards (minimum 4 inches height).
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There is no such thing as a temgny scaffold.
Ladders should be attached for ascent and descent on scaffolds.
Any defects, loose knots or cracks in a scaffold plank will make that plank useless.

Guard rails shall be 50mm by 100mm or the equivalent, approximately 1050mm high, vidtraal.m
Supports shall be at intervals not to exceed 2400mm.

Any scaffold, including accessories such as braces, brackets, trusses, screw legs, ladders etc wea
from any cause shall be immediately repaired or replaced.

4.5 MACHINERY AND VEHICLES:

1.

2.

10.

11.

12.

13.

14.

15.

Equipment shall be safely built, economical and difg operational.

Only experienced and authorized persons shall operate power equipment. Before being allows
operate a particular piece of equipment, the employee/workman must prove by actuatcgioon
to the supervisor that he understands the operation.

\kenec

d to

Operators shall make careful inspection of their equipment at the start of each shift, before operating,

and required repairs shall be made to the equipment.

Cleaning, oiling, fueling or repairing should not to be done on equipment while it isgaration.

The operator can take standard industry hand signals from only one designated person.

Cranes or other equipment shall not lift loads in excess of theuriaa c t u r e 6l@ad mdimiti m
displayed on the equipment. Lifting equipment must be tested by a competetttority and records

of the same should be maintained.

Electrical installations must confirm to IE (Indian Electricity Rules) and BIS (Buredndain
Standards).

Do not operate equipment within 300mm of high voltage lines. For lines over 50000 volts, incre
operating clearance 1mm for each additional 1000 volts.

Where it is difficult for the operator to see overhead high voltage linesstaabes, a person shall
be designated to observe and give him warning required to maintain safe clearance.

Do not work under vehicles supported by jacks or chain hoists without protective blockinthat
will prevent injury if jacks or hoists should Fai

Examine excavation before backfilling to ensure that no one is in the pit.

Before operating excavating equipment near tops of cuts, banks and cliffs, be sure no ong
below.

Tractors, bulldozers and carryalls should be operated with care whexéstpessibility of
overturning on dangerous area, such as edges of deep fills, cut banks and steep slopes.

No passengers are allowed to ride on or in equipment that does not have a desighated deat
each rider.

Vehicular and pedestrian path and parking spaces should be clear of overhead opguaimgnt.

4.6 MATERIAL HANDLING OF OVERHEAD OPERATING EQUIPMENT:

U m
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8.

9.

Maximum load carrying capacity of cranes, blocks or chains must be displayed along witlthe
last dataested and the next due date for testing.

Do not overload cranes, ropes, blocks or chains. If any such equipment has been damages or
found to be defective, inform your supervisor.

No one shall ride loads, concrete buckets or hooks.
Useaguideofit ag | ined on | oads.
Stand clear of taut cables or hoists

Keep hands and fingers away from blocks, sheaves or winches.
Do not stand under overhead loads.

Stack materials neatly and safely as per established guidelines.

Keep all material 5500 mm aw#pm sprinkler heads.

10. All material handling equipment must be periodically checked by a competent authority and

4.7 EXCAVATION AND SHORING:

1.

2.

maintained properly. Records of the same must also be maintained.

All trenches or excavation 1.5 meters or more in depth shall be effectively guarded againshe
hazard of moving ground by sloping sides to the angle of the material encounteredher by
installation of a shoring system.

When sides are sloped, it shiaét no steeper than % horizontal to 1 vertical. Slopes must be made less

steep if material encountered is not stable.

(i) Trenches less than 1500mm deep shall also be guarded

(i) When a shoring system is used, it shall conform to the approved design and tlegjirements
of the appropriate local agencies.

(iif) Beware of disturbed ground. Ground that has been filled or disturbed will require additional

sheeting and bracing, as well as hard compact ground if there is filled ground nearby. (A tre
wall that is near rother recently filled trench, for example, is unstable even though it appears
be compact material).

(iv) Take special precautions where moisture is present. Provide extra sheeting where there is wa
seepage. Keep excavation dry at all times and aamydaccumulation of water, day or night,
until work is done.

(v) Install upper trench jacks or supports first. When trench jacks are used to hold up rights in pl

against trench walls, the top jack shall be installed before anyone enters the trench tioeplace

nch

ter or

ace

lower jack. Shoring does not serve its purpose if men expose themselves to hazards while

installing it. Installation work should be done from outside of the trench or by workin
progressively from top to the bottom of the trench with men always aremwhich has already
been shored.

(vi) Adequate shields or cages shall be used when needed for safety installation of shoring. Prior to

starting any excavation work, the foreman shall make a thorough survey of the conditions on
Site to determine, so faractical, the predictable hazards to employees and the kind and extent
safeguards necessary to accomplish the work in a safe manner. Hazards shall be docum
together with action required.
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(vii) Special attention shall be given to locating and protgctinderground utilities and to the
precautions that must be taken to protect employees from the hazards of working near such
utilities.

(viii) No part any shoring system of any excavation shall be removed until proper steps have heen
taken to avoid hazards to men from moving ground.

(iX) All excavated areas must be properly barricaded to prevent people from falling into tipéts.

(X) Proper access favorkers must be proved to and from excavation pits.

(xi) Work permits where required must be issued to authorized persons undertaking any excavatign.

(xii) Flagmen shall be required at all locations on a construction site where barricades and warhing
signs cannotcontrol moving traffic. They shall be placed so as to give adequate warning,
approximately 100 feet ahead of impact point. They shall be provided with red flags and hand
signs or red lights.

(@). A warning sign shall be posted ahead of flagmen redtiRg a g men Ahead?o.

(b). The flagmen shall be provided with a red or orange warning garment for flagging. At night,
reflective garment shall be used.

(c). Flagmen shall be instructed in the proper fundamentals of flagging moving traffic before they
perform this work.

(xiii) DESIGN OF DEWATERING SYSTEM

(a).If the Contractor wishes to appoint some properly qualified dewatering subcontractor, then
his name, qualifications, record of previous jobs of similar nature personnel to be employed
on the work, and other pertinent inforiast shall be submitted to the Development
Manager for approval.

(b). Prior to commencement of installation of the dewatering system, Contractor shall submit| to
the Development Manager for his technical approval, complete final plans, details and
description othe dewatering system.

(c). Approval of the dewvatering system by the Consultant shall in no way relieve the Contractd
from his responsibility of satisfying the entire-diatering requirements as specified herein.

=

4.8 ELECTRICAL:
1. Whenever possible, areetrical line should be denergized before work is done on or near it, no
matter how low the voltage. Only qualified persons should do such work. Use proper lockout tagging
procedures.

2. Persons doing electrical work or working near energized circuitddhear theappropriate  safety
equipment.

3. All electrical equipment must be properly earthed.
4. Do not overload circuits. Do not use any extension cables that may be damaged.

5. Do not leave electrical cables where vehicles will run over them. If electrical cablesroesst a
roadway, use protective cross over devices

6. Only approved plugs and receptacles shall be used on all jobs.
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10.

11.

12.

13.

All electrical work shall be according to lo¢atate or National Electrical Codes.
Only licensed electricians are allowed to carry out electrical work.
Rubber gloves and rubber shoes/ boots of correct voltage grade shall be used.

Temporary supply shall be trapped from a source panel which isrjyrdpbricated, permanently
fixed and effectively earthed.

Live line testers and test lamp shall not be used. Usage conditions of -anetaltiwith long probes
are to be followed. Test lamps can be used temporarily if fitted with protectysrd.

Makeshift connections are prohibite&arth Leakage Circuit Breaker (ELCB) to be used for
Portable Electrical Equipment.

ELCB6s should be checked regularly and reco
wherever required.

4.9 HAND TOOLS:

1.

2.

10.

11.

12.

13.

14.

15.

16

Do not use defective tools.

Keep faces of hammers in good condition to avoid flying nails, bruising fingers anahipping the
hammer head.

Hold cold chisels in such a way that the knuckles will be protected if the hammer risdesad.
Do not use e wrenches as a substitute for other wrenches.

Wrenches should not be altered by the addition of handle extensions.

Files shall be equipped with handles.

Do not use a screwdriver as a chisel.

Keep handsaws and other tools sharp and in good condition.

Do not lift or lower portable electrical tools by their power cords. Use a rope.
Guards on power hand tools must be kept in proper operating condition at all times.
Keep electrical cables out of water, oil or chemical.

Only qualified persons shall be permitted to use power activated tools. Check the sitheiof walls,
floors, ceiling, etc. before using.

Do not use aluminum handled full floats or aluminum ladders where there gossibility they may
come in contaclvith power lines.

Do not use electrical tools while standing in water.
All electric hand tools shall be double insulated.

. Wire cutting tools and knives shall be provided with safe handles.

4.10 WELDING AND BURNING:

1.

2.

Only experienced persons are alédl to do any electrical or acetylene welding or burning.

Do not weld or burn in hazardous area without written instructions.
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10.

11.

12.

13.

14.

15.

16.

17.

18.

19

4.11 WORK IN CONFINED SPACES:

A

Do not burn or weld where hot sparks, hot metal or severed sections could fall on cylinders, hg
machinery, legs or feet or on flammable materials or where they cosiidk  personnel  working
below.

Do not weld or burn barrels, enclosed tanks of ottertainers without making sure that nothing
flammable has been stored in them or until such tanks have been made shiefilling with water

or carbon dioxide under the supervision of a foreman.

Never strike an arc on cylinders.

Never use matches talit torches. Use a spark lighter or stationary pilot flame.

Make sure there is plenty of fresh air when welding is closed or confined places and never use ox
for ventilation.

Do not overload welding cable operating with poor connection. Turn offidsfs and machinery
when not in use and roll up cable and hoses.

Wear proper head (hard hat), eye and face protection when welding, and protect others from arc |
by using a shield, if possible, or by warning them to wear adequate protection. Waldesemthat
those working with them have proper head and eye protection.

Al ways refer to acetylene as fHacetyl ene fAnot

Use the cylinder for its intended purposes and nothing else.

When cylinders are empty, tur of f; remove the gauges; put t
or AEmMptyo.

Always transport, store and use acetylene cylinders in a vertical position to avoid loss of acetone.
Protective caps shall be in place while transporting, movingtamihg cylinders.
When cylinders are being hoisted, they shall be secured in a cradle.

I n keeping femptiesdo and #Afull
bottles.

sO separate,
Full cylinders of acetylene and oxygen should be statddast 20feet apart under a shelter and not
exposed to sunlight.

Welding sets shall be properly earthed through an insulated conduit to the nearest earth.

. Work permits system must be used for welding operators.

When wak is done in the interiors of storm drains, sewers, vaults, utility Pipelines, manholes and &
other structure which might permit the Accumulation of dangerous vapors or gases, the followi
precautions shall be taken:

Workmen/Employees shall liestructed regarding any potential hazards.
Tests for the presence of dangerous and combustible gases and adequate levels of oxygen contef

be made prior to entering a confined work area and at frequent intervals ensure safety of the work
while he is in such structure. A record of such tests will be maintained at the job site.
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4.12

4.13

The Contractor shall be concerned with the impact of his work th&nvironment. This applies to the
effect upon the residential community, adjacent industrial facilities and upon the area outside the
boundary. Areas of concern will include but are not limited to:

1.

2.

7.

4.14

Sources of ignition, including smoking, will not be allowed until proper tests have been made to eng

safety.

When air is not suitable for breathing, approved respiyaquipment will be used. A safety line shall
be attached to employee/workman and standby emplegdehanshall be within call and sight ready

to give assistance in case of emergency.

No work shall be done in the presence of explosive gases or airalohsdidr breathing.

Internal combustion engirdriven equipment shall not be operated inside
spaces unless adequate steps have been taken to ensure protection from dangerous concentralt

buildings or confined

gases or fumes. Some of the precauttbas may provide adequate control are as follows:

a) Puping exhaust gases to outside atmosphere.
b) Ventilation which dilutes and removes gases.
¢) Use of catalytic exhaust scrubbers.
WORK PERMIT SYSTEM:
1.Work permit system must be used for tbkbowing
(i) Electrical work
(i) Working at Heights
(iii) Excavation & Demolition
(iv) Welding or hot work
(v) Working in confined spaces
(vi) Any other hazardous operation.

ENVIROMENTAL CONSIDERATION

Use of clean fuels to minimize air polluting esians.

Control of other air pollutants.

Recovery and recycling of usable materials.
Control of vehicle noise

Control of noise from power facilities.
Limitation of vibrations.

Preservation of archaeological features.

TRAINING:

Adequate training must be provided to all supervisors; workers; CONTRACTORS etc on the s

systems of work.
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4.15 DEFECTS AFTER COMPLETION AND PERFORMANCE GUARANTEE:

Any defect, shrinkage, settlement, unsound construction or other faults whicappear either in the
wor k executed or in materials wused within thje f
opinion of the Architect from materials or workmanship not in accordance with the Contract shall upon
the directions in writing othe Architect, and within such reasonable time as shall be specified therein,
be amended and made good by the Contractor, at his cost unless, the Architect in consultation with the
Employer shall decide that he ought to be paid for such amending andgnggiid and in case of
default, the Employer may employ and pay another agency to amend and make good such defects,
shrinkage, settlements or other faults and all damages, loss and expenses consequent thereon or
incidental thereto shall be made good anchbdry the Contractor and such damage, loss and expenses
shall be made good recoverable from him by the Employer or may be deducted by the Employer upon
the Architectods certificate in writing from |the
that may become due to the Contractor, deduct from such money a sum, to be determined by the
Architect, equivalent to the cost of amending such works, and in the event the said amount retained
and/or the other sums payable to the Contractor being insufficiecover the balance from the
Contractor.

The Contractor shall be held responsible for the safety of the building for a period of ten years counted
from the expiry of the Defects Liability Period, provided herein, and shall be wholly and exclusively
liable for any latent or patent defect or defigig manifesting itself in the building during such period of
ten years and affecting or likely to affect the safety of the building. An undertaking/performance
guarantee to this effect amonjudicial stamp paper of appropriate value (draft of which tacied
hereto) shall be given by the Contractor.
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ACCIDENT REPORT
Contract details:
Log No. Dajt e
Projectéécecééeééecéécéecéecééecéecéeéecéecéeéecéecécie.
Contractor: ééééécéécéeééecéecéecéecéecéecéce.
Contractords Personnel or Equi pment
Na me of injured empl oyee/ workman: ééééegeéeé
Sex é.
Occupation: ééééécéécéeecéecéecéce. eééecééee.
Nature of injury:  First Aid ( ) Hospital () Fatality ( )
Typeofequi pment éééééécééécéecééecéeééecéecéeeéce
Extent of damage: éééééééécééeéécéécéecécéecécec.
Other persons or property
Name of injured Party: €Eeéeeéeécéeé. .Sexe. Agle.
Addr ess: eéeéeéecéeééecééeecéecé. eeéeééee.
Nature of injury:  First Aid ( ) Hospital () Fatality ()
Type of property EMPLOYERéééeéeéeéé.
Address: ééeééeééececé.
Nature & Extent of damage: ééécééeéécéécééeééecééecéle.
Details of Accident:
Description: éééééeééécééecécéécééecéeeccceceéeeaceaeceécececcec
Eééeééecéécéecécéecéecececeecéeeeeeceeeceeeeeceeecece.
Primary auseééééeéécéecéeceeceéecéeceeceeeceeeceeceeciee
Additional Information
whether lack of safety equipment/ breach of safety rules is the cause of accident:
e6ééeééeéeeéeeeceeceé.
I f so, explain: Eééééeééecéecéeceéeeceeceeceeceesd.
What safety regulations are breached: ééééeéécééeeéce
What <corrective action has be eéné étéackéeéné éhéyé étéhée. .C TR
€éécéeéécéécééeéécéécéecéeceééecéeccéee. é .
Reported by: Nameéééééeééeééeé.
Signature ééééecééecéé. ate. é. ééecéecéeéécééecéel
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INCIDENT REPORT

Contract details:
Log NO. . . . . . . s e .. Da

,,,,,,,,,,,,,,,,,,,,,,,,,,,,,,,,,,,,,,,,

,,,,,,,,,,,,,,,,,

Lost Property/ Damaged Property/ Fire/ Visitor / Suspected Crime or Offence/ Any other unusual
occurrence or condition

Contractorodos Empublcyee / wor kman/

Property involved

Brief description of incident

Police Contacted : yes/no Date/Time:
Witness: Name

Address

Phone

,,,,,,,,,,

Reportedby:Name é é ééééééééé. ... ... . . . . . . .. ..... Posit

,,,,,,,,
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SECTION IV
SPECIAL CONDITIONS OF CONTRACT
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SECTION IV - SPECIAL CONDITIONS OF CONTRACT
1. GENERAL

1. These Special Conditions of Contract shall be read in conjunction with the General Conditiong of
Contract andbther parts/sections of the Tender Documents. In case any provisions in these Special
Conditions (given herein below) are at variance with the General Conditions and/or other sections of
the Tender Documents the Special Conditions shall be deemed fweakeence there over.

2. In General Conditions and other parts of the Tender/Contract Documents, if it is stated that|the
Engineesin-Charge will issue Approvals, Orders, Certificates for Payments, Completion Certificates,
Drawings, Designs, Decisiorad Instructions etc. this shall mean that the Engime€harge shall
first obtain the same in writing from EMPLOYER/Architects before issuing it to the Contractor.

3. The Contractor shall carry out and complete the said work in every respect in accavidhntés
Contract and with the directions of and to the satisfaction of the EMPLOYER/Architect. The Architect
may in his absolute discretion and from time to time, issue further drawings and/or written
instructions, details, directions and explanatiortsictv are hereinafter collectively referred to as
"Architect's Instructionsd in regard to:

(i) The variations or modifications of the designs, quality or quantity of works or the addition or
omission of works or the addition or omission of substitution ofvemrk.

(i) Any discrepancy in the drawings or between the Bill of Quantities and/or drawings and/or
specifications

(i) The removal and/or rexecution or any works executed by the Contractor.

(iv) The removal from the site of any material brought thereon by tir&&dor and the substitution
of any other material therefor.

(v) The dismissal from the works of any person employed there upon
(vi) The opening up of ancovered works for inspection.

(vii) The amending and making good of any defects regarding removal of imprapks and
materials etc.

The Contractor shall forthwith comply and fully execute any work comprised in such Architect's
Instruction provided always that verbal instructions, directions and explanations given to the
Contractor or his representative upon the works by theitdathshall, if involving a variation be
confirmed in writing by the Contractor within 7 days to the Architect, else such shall be deemed tg be
the Architect's Instructions within the scope of the Contract.

4. The CONTRACTOR should inspect and examine the @nd its surrounding thoroughly and should
acquaint himself about the nature of ground,-soib conditions, topography of site, existing
structure(s), availability of water, food stuff, labour and other facilities, before tendering for this work.
No clams shall be entertained for his failure in this matter. If any approach road or any culvert is
required at site from the main road or existing approach is to be improved and maintained for cartage
of his material etc., the same shall be provided, improved maintained at his own cost by
CONTRACTOR.

5. A standard benchmark with reference to which the whole work is to be carried out shall be constructed
by the CONTRACTOR. The level shown on the outline drawings are with reference to standard
benchmark. The GNTRACTOR shall establish reference benchmark at suitable spots. The
construction and maintenance of the bench marks shall be the responsibility of the CONTRACTOR.
No payments shall be made for this work. The CONTRACTOR shall set out all the works & shal
responsible, for the true and perfect setting out/layout, position, levels, dimensions etc. as shown in
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Drawings. Any error or mistake ever noticed during the progress of work, shall be rectified
CONTRACTOR at his own cost.

Suitable areas at siteas proposed by the CONTRACTOR and approved by the
ARCHITECT/CONSULTANT will be given for siteffices, stores, stockyards and labour camps. All
necessary temporary roads, culverts, structures, guards, fencing and enclosures etc. shall be €
and maintamed by the CONTRACTOR at his own cost. The Dewatering of all accumulated water
all locations on work site from whatever source of cause until the virtual completion of the entire w
shall be done at CONTRACTOR'S own cost. The CONTRACTOR shall tieasite of works as per

the instructions of the ARCHITECT. The site shall be delivered in a clean and neat condition withi
period of one week after Virtual Completion. In case of failure to comply with this requirement by t
CONTRACTOR the EMPLOYER magwt the advice of the ARCHITECT have the sites cleared by

rected
in
Drk

na
ne

another CONTRACTOR and deduct the cost of carrying out the work from sums due to the

CONTRACTOR.

The Contractor shall provide and maintain at the site throughout the period of works the follbwing
his own cost and without extra charge, the cost being held to be included in the contract rates:

CONTRACTOR® BARRICADES

Contractor shall erect and maintain barricades on his own cost required in connection with his
operation to guard or protect.

a) Existing buildings & services.

b) Excavation work.

c) Area adjudged hazardous by ARCHITECT/EMPLOYER.

d) Guidelines of Ministry of Environment/National Green Tribunal and/or any other relevant authority
shall be followed.

Barricaded and hazardous areas adjacent to but not located, in normal routes of travel shall be
marked by red flashed lights at night and red & white tape marking during day time.

(i) All labour, materials, plant, equipment and temporary works required to complete and maint
the works tahe satisfaction of the ARCHITECT/EMPLOYER.

(i) Lighting for night work and also whenever and wherever required by the ENGINEER IN
CHARGE

(iv) Temporary fences, guard lights and protective work necessary for protection of workme
supervisors, Engineers or anyet persons permitted lave acces® the site.

(v) All equipment, instruments and labour required by the ENGINBERHARGE for
measurement of the works.

(vi) A waterproof and aiconditioned, lockable, officaccommodation for
EMPLOYER/ARCHITECTS consistingfdwo (2) rooms each of approx. 15 sq. meters. Thesg
offices shall be provided with all sanitary, water supply and electrical services and shall be k

ain

ept

in clean and tidy conditions. Necessary display boards, office furniture, almirahs and telephpne
facilit i es wi | | be provided therein, al | at CONT

(vi)The separate site offices shall be provided

storage structures/stockyards etc. to keep his own and EMPLOYER's supplied materials, Td

Plants andquipments, FAX MACHINE etc. The necessary safety, security, water and protectipn

against rain, sun, and theft etc. is to be provided for all site offices/structures etc.

(viii) A temporary enclosure (whenever and wherever required) along the periphery dethy si
erecting ply board panels or C.G.l. sheets or M.S. sheets (Minimum height 2.5 meters fixed
wooden posts / M.S. Angle posts etc. with suitable entry gates etc. shall be erected by
Contractor after obtaining permission for the same.

ols,
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NOTE:

8. INFORMATION TO BE SUPPLIED BY THE CONTRACTOR AT THE COMMENCEMENT OF
THE CONSTRUCTION

The Contractor shaubmit the following information within 10 days of the date of issue of Letter of
Intent/ Work Order of works:

9. INFORMATION TO BE SUPPLIED BY THE CONTRACTOR DURING THE CONSTRUCTION
PERIOD

(ix)

)

The requisite tests shall be conducted in field Laboratory as per C.P.W.D. Specifications and of
related I.S. Codes. All such tests shall be conducted in presence of the ENGINEEHRARGE and

the

ENGINEERIN-CHARGE. The CONTRACTOR shall bear all expenses for installing, running an
maintenance of this Field Laboratory.

(i
(i)
(iii)
(iv)
V)
(vi)
(vii)

(viii) Time schedule of the major inspection

(ix)

The Displa Boards for the Project shall be supplied and erected as per given sizes, specificat
and descriptions and at specified locations, as approved by EMPLOYER/ARCHITECT.

A field Laboratory will be established in a room of suitable size equipped witholiogving,
with adequate labour and materials required for carrying out tests therein:

(a).Set of standard sieves for testing grading of sand and a 75 micron sieve for testing
content.

(b). Sieves with openings respectively of 5mm, 10mm, and 20mm for tegtimging of
aggregates.

(c). Balance of capacity 10 Kg reading to 5 gm, with weights.
(d). Primus stove and pans for drying of sand and aggregates.
(e). Glass measuring flasks of 1/2 and 1 liter capacity

(f). Flask for determining moisture content of sand.

(9). Slump cone foslump test.

(h). Minimum 24 steemouldsfor 150 x 150 mm test cubes. It may be necessary to provide mof
steel cube moulds depending upon concreting programme.

(). Work benches, shelves, desks, sinks and any other furniture and lighting as required by,
ENGINEER-IN-CHARGE/ARCHITECT.

(). Cube testing machine.

(k). Any other equipment not specifically mentioned above which can reasonably be he

necessary for the completion of the contract works to the satisfaction of the ENGINEER
CHARGE/ARCHITECT.

proper Test Records shall be maintained by CONTRACTOR ‘ih attestations by the

Operational method of the site, i.e. holidays, working hours
Temporary layout plan

Overall schedule of the Construction

SubCONTRACTORSdlist

Searity and management of the site

Submittal schedule of the Construction drawings/shop drawings
Time schedule of the necessary applications to the Authorities

Time schedule of the submittal of samples
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A senior representative of the CONTRACTOR shall attend weekly meetings at the site and in additjion,
meetings as arranged by the ARCHITECT/EMPLOYER to discuss the progress of work and sort |out
prodems if any and ensure that the work is completed in the stipulated time. The CONTRACTOR shall
submit to the Engineen-Charge, every fortnightly:

(i) Detailed industrial statistics regarding the labour employed by him daily.

(i) A list of technically qualifiecbersons employed by him for the execution of the work.

(i) The total quantity and quality of materials used for the works and supplied to site.

(iv) A fortnightly progress report along with requisite photographs.

(v) Weather report including temperature and humidity.

(vi) Special incident at site.

(vii)y  Whether the work is progressing according to schedule, or not. If not, what are theoblems
and the remedial measures to be taken to regain schedule.

(viii) Inspection record and Schedule

(ix) Record of the approvals by EMPLOYER/ARCHITECT

(x) Record of the discussions by EMPLOYER/ARCHITECT

(xi) Fortnightly Construction Schedule

(xii) Monthly Construction Schedule

(xiii) Installation method of the materials, construction, erection of equipments etc.

10. i) The CONTRACTOR shall plan, engage, deploy his men, matearad machineries in such a way that
suits best in the interest of the progress of the works and no claims on account of idle labour,
manpower and machinery shall be entertained at any stage for reasons whatsoever it may be.

(i) The CONTRACTOR shall comply with all Safety Rules, Labour Rules, Workmen's Compensatipn
Act, Minimum Wages Act, Building By¢aws, Rules and Regulations of Local Authorities or State
Government as applicable to the works. The CONTRACTOR shall beaealales Tax, Royalty,
Octroi, labour cess and other Taxes, charges etc., as applicable for such works.

(i) The CONTRACTOR shall take all precautions to avoid all accidents by providing and exhibiting
necessary Caution Boards day and night, speed limit bd@edsi-lags, Red Lights and by providing
barriers etc. He shall be responsible for any/all damages and accidents caused due to negligence on
his part or his workers/subcontractors/Agencies working at site and to the EMPLOYERs of the
adjoining areas and taoeffic etc, during the execution of work.

(iv) During working at site, some restrictions may be imposed by ENGINEER
CHARGE/SECURITY STAFF of EMPLOYER or local authorities regarding safety and security etc.
on the working and/or movement of labour, materéts The CONTRACTOR shall be bound to
follow all such restrictions/instructions and nothing extra shall be payable on this account. No
materials, machinery etc., whether belonging to EMPLOYER or CONTRACTOR, shall be allowed
to go out of the site premisewithout the written authority/gate pass to be issued by
EMPLOYER/ENGINEERIN-CHARGE.

(vy CONTRACTOR'S attention is invited to the fact that during the currency of this contract, works on
other services which are outside the scope of the work of this commagt,be entrusted for
execution to other Agencies. The Contractor shall permit full access and afforebpkation and
facilities for such other agencies or departmental workmen, if any, engaged by EMPLOYER;|to
carry out their part of works in the sppeemises. Any damage done to the existing structures during
the execution of works shall be made good by the CONTRACTOR at his own cost and the
rectification/ re installment /making good etc, shall conform to the standard of materials originally
used orthe work and shall match with existing work in all respects to the entire satisfaction of the
ARCHITETS/ENGINEERIN-CHARGE.

(viy However, facilities such as power and water will be provided by the main contractor to other
contractors on payment basis, basedsobmeter readings. Sulleters to be installed by other
contractors at their own cost. Client shall deduct overall consumption charges for both water pnd
electricity from the main contractor only.
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11.

(viij The CONTRACTOR shall secure CONTRACTOR'S ALL RISK POLIGxf the full contract
value, Third Party Insurance and other Insurance policies as mentioned elsewhere, to cover any loss
or damage to any person within the site premises and to works of other persons caused either by his

(vii

(ix)

)

(xi)

(i)

(ii)

(iii)

(iv)

own men, or his subcontractors ersons/machinery T & P deployed by him directly/indirectly.
The CONTRACTOR shall keep in force all such policies at his own cost up to the expiry of t
Defect Liability Period.

i) All materials to be used in the work shall be as per Specifications dgpliaad shall be got
approved from EMPLOYER/ARCHITECTS/CONSULTANTS before incorporating /procuring
them at site. Unsound materials works shall be removed or dismantled at his own cost and repl
free of cost. All test of materials/water etc. shall beedah CONTRACTOR'S cost in approved
laboratories, to be indicated by EMPLOYER/ARCHITECTS/CONSULTANTS.

The CONTRACTOR shall bear all incidental charges for cartage to site, local carriages within
site, storage and safety custody or all materials. Seiggglownshall be erected, at places to be
indicated by ENGINEERN-CHARGE at site for the proper storage of all materials, for their safety
against damages. Cement shall be stored in a water proof separate godown with brick p:
floorings provided witha single lockable door. The cement shall be received/ issued into/from th
godown with the knowledge of EMPLOYER/ ENGINEHR-CHARGE and a proper record for its
daily receipt/issues shall be maintained.

All materials which are stored on site suchbaisks, metals, sand etc., shall be stacked in such &
manner as to facilitate rapid and easy checking of quantities of such materials. The safety
security of all materials brought to the site shall be the sole responsibility of the CONTRACTO
The mateial against which an advance has been paid by the EMPLOYER, shall be carefully sto
and protected at site by the CONTRACTOR. No material shall be removed from the site without
written permission of the EMPLOYER and all materials brought to sité lshalsed in the contract
work only.

The CONTRACTOR shall pay all charges in connection with the provision of services to the offig
and stores. The CONTRACTOR shall provide and maintain at his own cost and expense aded
sanitary arrangements for these of workmen and others in accordance with the rules an
regulations of all relevant authorities at the location chosen by the ARCHITECT.

No compensation shall be payable to the CONTRACTOR for any damage caused by rains, lightn
wind, stormfloods, tornado, earthquake or other natural calamity during the execution of wot
He shall make good all such damages at his own cost; and no claim on this account will
entertained.

The CONTRACTOR shall remain fully responsible for safety, soundsfessrkmanship and water
tightness of the works wherever water proofing treatment are done and shall execute a Guara
Bond on Rs.100/Stamp paper for any leakage/ seepage/ failure of water proofing systems
period of 10 years (Minimum).

The CONTRACTOR shall obtain the virtual completion certificate from the

EMPLOYER/ARCHITECTS/CONSULTANTS as soon as the works are completed as per contrg
and to the entire satisfaction of the EMPLOYER. The 12 months defects liability period and rele
of SecurityDeposit installments shall be reckoned from the date of virtual completion.

No interest shall be payable on account of delay in payments of bills, release of Earnest Mg
deposits and/or release of Security Deposits. No interest shall accrue on EamegtDeposit /
Security Deposits.

12. Samples

@0

The Contractor shall submit the samples for approval. The CONTRACTOR shall submit one (1) pi
of each item to the Architect. Each piece shall be clearly and properly labeled, the approved sam
shall bemaintained & preserved till completion of project.

aced

the

aved
e

A
and
R.

red
the

es
uate

ing,
k.
be

Antee
or

Act
ASe

ney

ece
ples

700f 139



(i) All such samples shall be truly representative, and shall be sufficiently large to properly and accurately
show the quality, texture, color and/or other pertinent characteristics of the finished work |or
installation(s). In all cases, the finished work shall exactly match the sample in each and every respect.

13. Coordination of Work:

(i) The CONTRACTOR shall consult all appropriate Drawings and Specifications in order to carry out (all
aspects and phases of thetallation (s) without interference to other portions of the work, and shall
verify all dimensions, details, locations, etc. with the Drawings and/or Specifications of all other
Divisions where appropriate.

(i) Minor changes in the routing of piping condaitd/or in the location of equipment to avoid conflict
with other Divisions may be required without additional cost to the EMPLOYER. If such changes do
not constitute a modification in the intent of the system or installation(s), conflicts of this natlire sh
be resolved in the field. In all cases, however, interpretation of what constitutes a modification in the
intent of the system or installation(s) shall be made by the ARCHITECT.

(i) Major alternations, deletions, additions and/or questions of intentlehadiferred in advance, and in
writing, to the ARCHITECT for a decision.

14. Cutting and Repairing Openings:

(i) The CONTRACTOR shall cooperate with work to be done under other sections and Divisions|by
providing full information in advance as to openingsgjuired in walls, slabs and footings for all
piping, duct, conduit and equipment, including information on the proper positioning of sleeves.

(i) Any drilling or cutting required to carry out work under this contract shall be the responsibility of the
CONTRACTOR, and the cost thereof shall be borne by him.

(i) For any holes in concrete, the CONTRACTOR shall provide, accurate position and install sleeves in
the form(s) before the pouring of the concrete. The CONTRACTOR shall pay any additional cgsts
that may beequired for cutting any holes as a result of the incorrect positioning of sleeves. All holes
through existing concrete shall be core drilled or saw cut. The CONTRACTOR shall seek and obtain
the prior written approval of the ARCHITECT before drilling or towg any holes in existing
concrete.

(iv) It shall be the responsibility of the CONTRACTOR to ascertain that all chases and openings |are
properly located.

15. Cleaning and Protection:

(i) The CONTRACTOR shall keep the work clean and free of waste. All matdeéiered to the job
site shall be promptly stored in an approved area to minimise congestion or interference with other
trades or with the orderly progress of the work.

(i) Debris of any kinds shall be removed from the exterior and interior of all equippiging, conduit,
junction boxes, ductwork, accessories and appurtenances upon completion of the work, and prior tp the
operation of any system and/or final inspection or and testing.

(i) The CONTRACTOR shall provide for the safety and good condition of adyal equipment and/or
materials until final acceptance by the ARCHITECT.

(iv) The CONTRACTOR shall protect all materials and equipment from damage, provide adequate and
proper storage facilities during the progress of the work, and take special care tte oper
protection for bearings, open connections, etc.

16. Shop Drawings
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The Contractor shall prepare detailed shop drawings and obtain necessary approval from-Brgineer
Charge, before execution of items of work such as Aluminium Works, Stainles$\@tidal etc.

17. As Built Drawings

The CONTRACTOR shall submit 2 sets of As Built Drawings and the floppies for all trades of work to the
ENGINEERIN-CHARGE for his approval along with the Final Bill.

18. Permissions and Licences

The CONTRACTOR shall beesponsible for obtaining all due sanctions and the completion certificate of
the building from the statutory authorities before or within one month of the virtual completion of the
building. He will be provided all requisite assistance by the EMPLOYER aanditect, but will be
reimbursed only for legal & valid receipts produced against above sanctions. The EMPLOYER will
entertain no claims without official receipts.

19. Secrecy

(i) The details, information, drawings, specification of material etc. bpiogided therein are the
absolute and exclusive property of the EMPLOYER.

(i)  The Contractor is required to keep all the information / details / drawings / materials specifications
confidential and to maintain secrecy.

(i) No information relating to the works ah be copied or otherwise reproduced in any way or
conveyed to any third party except as may be essential for proper execution of the works or with the
prior written consent of Architect.

(iv)  All contract documents and any other further information deenedarg by the Architect together
with all copies of the same made by Contractor, his subcontractors and suppliers, other concerned
with the Works and authorized third parties shall be returned by Contractor to the EMPLOYER upon
completion, termination otndonment of the Contract.

(v) Neither the Contractor nor his subcontractors, suppliers or any third party shall display any
signboards or other form of advertisement at or near the site, until and unless approved by
EMPLOYER / Architect.

(vi) Neither the Contretor nor his SUBKCONTRACTORS, suppliers or any third party shall use or permit
to be used any details of the works in any form of publicity or advertisement in any part of the
world.

(viiy Photographic equipment shall not be taken on or near the site andittgedhphotographs at or
near the site is strictly forbidden until and unless permitted by EMPLOYER / Architects in the
interest of the project.

The Contractor shall incorporate into any Swamtract or Supply Agreements in connection with the
works a tause imposing upon the SONTRACTOR or supplier the same obligations as are
imposed upon the Contractor by this clause.

2. ELECTRICITY AND WATER FOR CONSTRUCTION
The Contractor shall arrange temporary water and electricity connections at lgesiwn
3. SEWAGE

Temporary sewage connection to the staff toilet and labour quarter is required to be provided by contractor
by installing adequate capacity septic tank.

72 0of 139



4. TAXES, DUTIES AND INSURANCE

The Tenderer shall include all Governméates, dutiesCess charges such &ST, LaborCessetc in the
bid price. All expenses towards insurance costs to be included in the bid price.

5. SECURED ADVANCE

The CONTRACTOR, on signing an indenture in the form to be specified by the Enijir@earge, shall
be entitled to be paid during the progress of the execution of the work up to 65 % of the material cost
against (submission of invoice) or 65% of item yathichever is less, for materials such as cement, steel,
bricks, tiles, stone etc which are nperishable, noffragile and norcombustible and are in accordance
with the contract and which have been brought on the site in connection thesswlit are

adequately stored and/ or protected against damage by weather or other causes but which have not a
the time of advance been incorporated in the works. Such advances shall be deducted completely in the next
RA bill. Material advancean be claimed only in the following R.A. Bill and no separate bill shall be raised

Materials against which advance is paid shall not be removed fronUatertaking should be given by
CONTRACTOR to Employer, stating that materials remains in sadtody of CONTRACTOR , is

safeguarded against losses due to the CONTRACTOR postponing the execution of the work or due to
shortage or misuse of the materials, or any unstated reason.

6. SITE FACILITIES

The Contractor shall make arrangements forhissin f f i ce cement godown (300
office (200 sq.ft.) with tables, chairs, lockable cupboards, drinking water, display board etc.

7. ACCESS TO SITE AND ENVIORNMENT

The Contractor shall acquaint himself with the proposed site of work, conditions at worksite-stsl sub
strata, underground water table and its approach roads to the site of work, plot boundaries and othgr site
environment before filling quotations. Foarriage of materials to the work site preparation of new approach
road or repair to existing is required , it would be done by the contractor at his own cost for which noth
extra shall be payable.

ng

8. CONSTRUCTION PROGRAMME

The Contractor shaubmit detailed construction program within first week of allotment of work showing
bar chart, progress of work, financial flow, decision required and the no of skilled unskilled labours to| be
provided.

9. RATES

Rates quoted in the BOQ shall be inahasof all taxes, leads, lifts, handling costs, transportation, local or
outstation, wastage etc.

In case any activity, though specifically not covered in description of Bill of Quantities, but is required|to
complete the work as per scope of work, scopesupply, specifications, standards, drawings, General
Conditions of contract, special conditions of contract or any other part of tender documents, the quoted |rates
shall be deemed to be inclusive of cost incurred for all such activities.

10. SECURITY

The Contractor shall make this own security arrangements for protection of construction material jand
equipment.

11. CEMENT CONCRETE AND STEEL TESTING
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12.

13.

For the purpose of assuring desired concrete strength the mix design of the sand, metal artd bement
obtained from the approved laboratory, well in advance before first concreting is done. Contractor s
make the mixing boxes as per mix design weigh batchers and for every slab concrete, the sarafge co
cubes shalbe taken and tested in thabbratory. No additional payment will be made for this. The
Contractor shall be responsible for achieving minimum desired concrete strength.

CEMENT AND STEEL SUPPLY

Cement and structural steel as vesIM.S. and tor steel/TMT bars (Fe500r&)uired for the construction
shall be procured by the Contractor and the respective item rate should include all the factors involved

Grey ordinary Portland cement 53 grade confirming to 1S122987 and 43 grade confirming to
1S81121989, reinforcemensteel Fe 60 conforming to IS 1786 and structural steel confirming IS 2062
shall be procured by the Contractor and stored at the site of work as certified by consultant during the
in progress.

Cement shall be stored in separate godown with piliweg waterproof wall and roof. The cement bags
shall be stacked horizontally, continuous in each tier. These stacks shall be in rows of 12 bags high
clear minimum space of 600mm around. The capacity of the godown shall be equal to 20% of
theoreical consumption for the whole work. Contractor must carry out the required tests of cement
steel brought to site including chemical analysis and submit the test results to consultants for scrutiny
approval before using it in works. The rejecteaterial shall be removed immediately from the site by the
Contractor. Contractor should make his own arrangement to unload, transport to his godown and stal
also the testing, at his cost and ensure safe custody of materials procured by him. lewaardiatory on
the contractor to submit the test certificate of lots of cement and steel procured from the manufacturer.

Care should be taken in use of cement. Consumption of cement will be assessed on constants star
attached along with the tendemd derived constants (for items not in the schedule). Upper limit of ceme
wastage shall be 2% of the theoretical consumption and the Contractor shall have to submit ce
consumption. Contractor shall maintain the cement consumption register antbeslaiaily signed by
Project Engineer and the Contractor. Reconciliation of cement shall be done by same consideratid
there is less consumption of cement as compared to theoretical consumption then the difference sh
recoveredat the rate of 200%f@revailing market ratédrom the contractor. All concrete i.e. M20 and
above grade shall be weigh batch mixing. The mix should be a design mix which Contractor shall fur
immediately after commencement of the work to employer.

Measurement for steelilvbe recorded as per actual work done at site adopting the standard weights
kgs/rmt as per the relevant IS code. No rolling margins will be allowed for additional payment. Rate s
include wastage. Bar bending schedule shall be submitted to PExjgateer before tying of the
reinforcement.

Care should be taken to cut the steel and use it judiciously to avoid wastages in the form of smal
lengths the balance steel left cover at site shall be Contractors property and the Contractor should re
the same after the completion of the work with due permissions of the owner. However Contractors
take away the wastages i.e. pieces less than one meter lengths in order to keep the site clean with
consent of the owner. Foundation bolts in ceter/ masonry shall be of Mild Steel Round bars
confirming to Fe250.

COMPLIANCE TO GOVERNMENT REGULATIONS AND BUILDING BYE LAWS

13.1 The work shall be carried out in the manner complying in all respects with requirements
relevant Bydaws of the local body under the jurisdiction of which the work is to be executed or
directed by Project Engineer ICAI and nothing extra shall balgayn this account.
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13.2 The work of water supply, internal sanitary installations and drainage work etc. shall be carried|out
as per local Municipal Corporation or such local body-layes and the contractor shall produce
necessary completion certifitions, wherever required, from such authorities after completion g
work.

—h

13.3 Water tanks, taps, pipes, fittings and accessories shall conform-tavis/@and specifications of
the Municipal body/Corporation. The contractor should engage licensathguisi for the work and
get the materials (fixtures and fittings) tested by the Municivathorities, wherever required, at
his own cost and nothing extra shall be payable.

13.4 The contractor shall comply with proper and legal orders and directiotige dbcal or public
authority or municipality and abide by their rules and regulations and pay all fees and charges
which may be liable.

13.5 The contractor shall give due notices to Municipal, Police and / or other authorities that may| be
required undr the law /rules under force in the area and obtain all requisite licenses for temporary
obstructions/enclosures and pay all charges which may be leviable on account of his executign of
work under the agreement. Nothing extra shall be payable on thimacco

13.6 The contractor shall comply with bye laws of Fire Fighting Department, wherever required, |&
obtain a certificate of completion from them. No extra claim shall be admissible on this account

14. MATERIAL SUPPLIED BY ICAI

No material wil be supplied/issued by the ICAI. The contractor will have to arrange all the materials required
for the work including all costs such as transportation, taxes etc.

ADDITIONAL CONDITIONS
1. INSPECTION AND TESTING

The EMPLOYER shall carry out inspecti@nd testing at manufacturer's works for items such as
water treatment plant, electrical panels & pumps covered under this contract. No equipment shall be
delivered without prior written confirmation from PMC. In case factory inspection is carried out then
all travelling and lodging expenses shall be borne by Employer for maximum two persons. All

expenses related to testing shall be to Contractor account. Tests on site for completed works |shall
demonstrate the following, among other things.

That the eqipment installed complies with specification in @bpects.
That all items operate efficiently and quietly to meet the specified requirements.

That all electrical circuits are correctly protected and that protective devices are properly coordinated.

The contractor shall provide all necessary instruments and labour required for testing, shall make

adequate records of test procedures and readings, shall repeat any tests requested by the PMC and sha
provide test certificate signed by a properly auttemt person. Such test shall be conducted on all
materials and equipments and tests on compl et
expenses unless otherwise called for.

If it is proved that the installation or part thereof is not satisfdgtodrried out, then the contractor
shall be liable for the rectification and retesting of the same as called for by the PMC whose decision
as to what constitutes a satisfactory test shall be final.
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The above general requirements as to testing shallebd in conjunction with any particular
requirements specified elsewhere.

SHOP DRAWINGS

All the shop drawings shall be prepared on computer through Autocad System based on Architec
Drawings, site measur ement s i fou wdeksbfehe anard of he g
contract, contractor shall furnish, for the approval of the Architect/Consultant, two sets of detai
shop drawings of all equipment and materials including layouts for Plant room, Pump room, Typi
toilets drawings shoing exact location of supports, flanges, bends, tee connections, reducers, deta

tural
i gl
ed
cal
led

piping drawings showing exact location and type of supports, valves, fittings etc; external insulation

details for pipe insulation etc; electrical panels inside/outsidersyiggower and control wiring
schematics, cable trays, supports and terminations. These shop drawings shall contain all inform
required to complete the Project as per specifications and as required by the Architect / Consult
EMPLOYEROGS weniative These rawisgs shall contain details of construction, size
arrangement, operating clearances, performance characteristics and capacity of all items of equip
also the details of all related items of work by other contractors. Each shomgirsivéll contain
tabulation of all measurable items of equipment/materials/works and progressive cumulative to
from other related drawings to arrive at a variadiguantity statement at the completion of all shop
drawings. Minimum 5 sets of drawisighall be submitted after final approval along with CD.

Shop drawings shall be submitted for approval four weeks in advance of planned delivery i
installation of any material to allow Architect/Consultant ample time for scrutiny. No claims fg
extenson of time shall be entertained because of any delay in the work due to his failure to prod
shop drawings at the right time, in accordance with the approved programme.

Ma n u f a cdtawimge, caba®gues, pamphlets and other documents submittegfovalshall be
in four sets. Each item in each set shall be properly labelled, indicating the specific services for wi
material or equipment is to be used, giving reference to the governing section and clause numbe
clearly identifying in ink thetems and the operating characteristics. Data of general nature shall not
accepted.

Samples of all materials like valves, pipes, insulation, control wires etc shall be submitted to
EMPLOYEROGSs site repr esenéesasamples shallrbé sumittéddn tvporsets
for approval and retention by EMPLOYEROGs sit
reference and verification till the completion of the Project. Wherever directed a mockup or sam
installaion shall be carried out for approval before proceeding for further installation.

Approval of shop drawings shall not be considered as a guarantee of measurements or of bui
dimensions. Where drawings are approved, said approval does not me#e awings supersede

the contract requirements, nor does it in any way relieve the contractor from any responsibility
requirement to furnish material and perform work as required by the contract.

Where the contractor proposes to use an item of eguiprather than that specified or detailed on the
drawings, which requires any redesign of the structure, partitions, foundation, piping, wiring or g
other part of the mechanical, electrical or architectural layouts; all sudbsign, and all new
drawings and detailing required therefor, shall be prepared by the contractor at his own expense
got approved by the Architect/ Consultant/ B
account shall be at the cost and consequence of the Contractor.

Contractor shall prepare coordinated services shop drawings based on the drawings prepare
Electrical Contractors to ensure adequate clearances are available for installation of services for
trade.

Where the work of the contractor has to be ifestiin close proximity to, or will interfere with work

of other trades, he shall assist in working out space conditions to make a satisfactory adjustment.
directed by the EMPLOYERG6s site representat
drawings and sections at a suitable scale, not less than 1:50, clearly showing how his work is t
installed in relation to the work of other trades. If the Contractor installs his work before coordinati
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with other trades that may cause any interfezewih work of other trades, he shall make all the
necessary changes without any extra cost to the EMPLOYER.

Within two weeks of approval of all the relevant shop drawings, the contractor shall submit four copi

of a comprehensive variation in quantgyatement, and itemized price list of recommended (by|
manufacturers) imported and local spare parts and tools, covering all equipment and materials in
contract. The PMC shall make recommendation to EMPLOYER for acceptance of anticipa
variation in ontract amounts and also advise EMPLOYER to initiate action for procurement of spa
parts and tools at the completion of project.

ACCESSIBILITY

The Contractor shall verify the sufficiency of the size of the shaft openings, clearances in cavity w
and suspended ceilings for proper installation of his piping and other ancillaries. His failure
communicate insufficiency of any of the above shall constitute his acceptance of sufficiency of
same The Contractor shall locate all equipment which rmaestserviced, operated or maintained in
fully accessible positions. The exact location and size of all access panels, required for each conce
valve or other devices requiring attendance, shall be finalized and communicated in sufficient time

be praided in the normal course of work, failing which the Contractor shall make all the necessary

repairs and changes at his own expense. Access panel shathngardizedor each piece of
equipment / device / accessory and shall be cleartyenclaturé marked.

COMPLETION OF INSTALLATION

On completion of the installation, a certificate shall be furnished by the contractor, counter signed
the licensed supervisor, under whose direct supervision the installation was carried out. This certifi
shallbe in the prescribed form as required by the local authority.

The contractor shall be responsible for getting the entire electrical installation duly approved by
local authorities concerned, and shall bear expenses if any, in connection with the same

BALANCING AND TESTING

Balancing of all water systems and all tests as called for shall be carried out by the contractor thrg
a specialist group, in accordance with the Specifications and ASPE / ASHRAE Guide lines &
Standards. The installationsts shall be carried out in the presence of the representatives of t
Architect/ Consultant and EMPLOYEROGs site rep

COMPLETION DRAWINGS

Contractor shall periodically submit completion drawings as aheénwwork in all respects is
completed in a particular area. These dr awin
four portfolios (300 x 450 mm) each containing complete set of drawings on approved scale indica
the work as installed These drawings shall clearly indicate complete plant room layouts, pipin

layouts, location of wiring and sequencing of automatic controls, location of all concealed piping,

valves, controls, wiring and other services. Each portfolio shall alstainooonsolidated control
diagrams and technical literature on all controls. The contractor shall keep f one set of th
consolidated control diagrams in glass frame, in the plant room.

OPERATING INSTRUCTION & MAINTENANCE MANUAL

Upon completion and commissioning of WORKhe contractor shall submit a draft copy of

comprehensive operating instructions, maintenance schedule and log sheets for all systems
equipment included in this contract. This shall be supplementary to manuface r s 6 o p e
maintenance manuals. Upon approval of the draft, the contractor shall submit four (4) complete bg
sets of typewritten operating instructions and maintenance manuals; one each for retention
Consul tant and E MP taid& & twe forsEMPLOYER® @peratiage Rersonnel.
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These manuals shall also include basis of design, detailed technical data for each piece of equipment as
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installed, spare parts manual and recommended spares for 4 year period of maintenance of|each
equipmant.

Preventive Maintenance Schedule for each equipment / panel shall be submitted along with Operation
and Maintenance Manual.

ON SITE TRAINING

Upon completion of all work and all tests, the Contractor shall furnish necessary operators, labor|and
helpers for operating the entire installation for a period of fifteen (15) working days of ten (10) houdrs
each, to enable the EMPLOYERGs staff to get |ac:
period, the contractor sdniel ih tha operation, adjistnentEaddP|L O 'Y
maintenance of all equipment installed
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SECTION - V: TENDER FORM & APPENDIX TO TENDER FORM

TENDER FORM

,,,,,,,,,,,,,,,
,,,,,,,,,,,,,,,

,,,,,,,,,,,,,,,

eééeééecééecéeceéecé.
Dear Sir:

I/'We do hereby tender for the execution of the work specified in the underwritten memorandum within
time specified at theates therein and in accordangith & in all respects as per the specifications, drawings,

designs and instructionsmlied by you, which I/We have read very carefully.

MEMORANDUM :

,,,,,,,,,,,,,,,

Construction o f i BHAWANOforTheé é 6 é ¢ ééeééééééeéeé

I/We hereby distinctly and expressly declare and acknowledge before the submission of my/our tender,
have carefully followed thenstructions and read the specifications and read the schedule of quantiti
examined the drawings and clearly understood all the conditions of tender. I/We have also seen the log
where the said work is to be done and made such investigations @fottk required to enable me/us to
complete the work successfully.

Should this tender be accepted in whole or in part, I/We hereby agree to abide by and fulfill all the terms
conditions annexed hereto.

I/We also agree to furnish the required defsasi the form and shape as stipulated in tender documents.
I/We agree to keep the offer open f@ @aysfrom the date of opening of tender.

I/We accept that you are not bound to accept the lowest tender or bound to assign any reason for rej¢
my/ou tender.

Please find attached herewith Demand Draft No. dated drawn
(Bank) for Rs. - against the Earnest Money Deposit.

Pleasealsofind attached my / our income ta®ST clearance certificates, last atgdl balance sheet, company
profile deed and solvency certificate including work contract registration as requested.

the

I/We
pS,
ation

and

bcting

on

We understand and accept the Payment Terms as stipulated in the General / Special Conditions of tender

documents.

Yours faithfully,

Nameof the Partner /Officer of company
Signature of Partner / Officer of company

Seal of company Date:
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APPENDIX TO THE FORM OF TENDER

Sl No. Clause No. Brief Description of Clause

1. Name of Work Construction o f i IBEAWAN 0 at PLOT NO. 05,
SECTOR 05, IMT MANESAR, GURUGRAM

2. Cost of Tender Document Rs. 5,000- (Nonrefundabl® + Rs. 500/ (in case requeste
by pos}. Costexcluding applicable GST

3. Earnest Money Deposit In the form of DD/ Pay Order/ Bank GuaranfeeanAmount
of Rs. 26,65,000.00

4, Validity of the BID 90 days

5. Commencement of work Within 15 days from the date of Letter of Intent/ Work Ord
or handing over of site, whichever is later.

6. Time of Completion inclusive of | 12 Months

holidays & rainy period.

7. Signing of Contract Agreement | Within 15days of issue of Letter of Intent/ Work Order

8. Performance Security Deposit | 5% of the contract amount (to be submitted before sig
agreement) in the form of Bank Guarantee in favour
Secretary, ICAI, paydb at New Delhi. The validity of whicl
will be up to Defect Liability Period plus 90 Days.

0. Release of Performance Securit| Full performance security (5%) shall be refunded 3
completion of Defect Liability Period.

10. | Additional Performance Security Additional Performance Security Amount will loalculated

against low quoted items asper provisiongjiven in the Tender Documents. This will
released as per provision in the Tender Documents.

11. | Mobilization Advance 10% of the Contract price against submission of
equivalent to 110% of advance amount, valid till
Completion Period of contract period. It shall be recovg
from 1st RA bill onwards @2.50%.

12. | Retention Money 10 % of Contract Value to be deducted from each RA
Alternately, Contractor can submit BG for equivalent amg
before payment of 1st RA hill.

BG will be valid till completion of contract period plus
days.

13. | Release of Retention Money 50 % will be releasedwvithin 30 days of issuingvirtual
completion certificate Balance 50% along with release
final bill.

14. | Insurance i Contractor's All Risk Insurance Policy to inter alia co

the following:

1 Contract Price plus 10% for the period of complet
of the works + defect liability period.

1 Civil commotion, riots, war, earth quake, terror
attack and other disturbances.

1 All Plant and machinery owned by the Contractor
the project.

1 Damage insurare against loss or damage by fire
any other disaster to the works during construc
until its completion.

i Workmen Compensation Policy to be taken by contrad
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i Third Party Insurance Policy
i Any other insurance policy not referred above
mandatory @ indemnify ICAI against all types of losses

15. | Secured Advance on Nen 65 % of the material cost (against submission of invoice

perishable Material 65% of item rate, whichever is less.

16. | Running Account Bills Max. One bill per month will be entertaed. Bill
value shouldhotbe less than RS0 lacs.

17. | Payment of Running Account | Within 21 (twenty one) days from the date of submissior

Bills bill, if found in order
All bills along with measurements to be checked by P
Architect. However, if the EMPLOYER feels, they may get
crosschecked.

18. | Final Bill Contractor to submit the final bill within 30 days of issue
virtual completion certificate. PMC / Architect to certify
next 30 days. EMPLOYER to release payment in next
days.

19. | Taxes and Duties All Government taxes and dutiegSST, LaborCessetc. to be
included in the bid price.

20. | Freight, Insurance, Packing, To be included in the bid price.

Forwarding, Loading &
Unloading

21. | Quantity Variation The Quantity mentioned iIBOQ can vary up to any extent
either side. Any item can be deleted. Nothing extra sha
paid on this account in the rate quoted.

22. | Escalation No Escalation shall be payable during the contract pe
whatsoever may be the reason.

23. | Electricity & Water Electricity, drinking water and water for construction to
arranged by CONTRACTOR at his own cost.

24. | Period of Maintenance/ Defect | 12 (twelve) Months from date of issue of complet

Liability Period certificate by Architect/ PMC.

25. | LiquidationDamages
If the CONTRACTOR fails to complete the works by
due date or within extended time, the Contractor shal
liable to pay Liquidated Damages to the EMPLOYER at
rate of 0.5 % of the contract value for every week of d
subject to a maximum of 10% of the contract value.
addition to Liquidated Damages, in case the delay is beyd
months, it shall render the Retention Money to be forfe
and in addition a penalty of Rs. 10 Lacs (Rupees Ten
Only) will be payable by the CONRACTOR and the
Contract will come to end and the EMPLOYER shall be
liberty to withdraw the work and get it executed from &
ot her agency at Contractor
vacated by Contractor immediately.

1 Ifthe rates foraltered, substituted or additional work are not specifically provided in the tende

then such rates will be derived from the rates for a similar class of work as specified in the tend

br,
er.
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1

If the rates of altered, substituted or additional woakinot be determined in the manner specified
above thenthe rates of such items of work shall be computed based on the AnaflyRetesas

provided in CPWD, Analysis of Ratekafest edition). Water & Electricity charges even if provided in
the analysiwill not be allowed since same are deemed to be included in the 15% (Fifteen Percent
be added towards establishment, overheads, water and electricity, POL charges, contingency
CONTRACTOR profit, tool and tackles etc.

If the rates for the alteredsubstituted or additional work cannot be determinethé& manner
specified above, then theates for the same shall be decided based on actual cost to t
CONTRACTOR at site including labour (for which CONTRACTOR shall produce sufficient proof]

plus 15% to towards establishment, overheads, water and electricity, POL charges, contingency
Cont r act, twol &nd tagklesett cover profits & overheads of CONTRACTOR.

,,,,,,,,,,,,,,,,
,,,,,,,,,,,,,,,,

,,,,,,,,,,,,,,,,,

) to
and

and
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SECTION - VI: EVALUATION FORMATS
TABLE OF CONTENTS

Clause No Description Page No.

1. Form A Financial Information with supportingpcument 87
2. Form B Form of Bankers Certifiate from a Scheduled Bank. 88
3. Form C Details of all works of similar Class completed during st 89

five years ending last day of the month.

4. Form D Project under execution awarded 89

5. FormE Performance Report of workferred to in Forms C and D 90

6. Form F Stucture &0Organization 90

7. Form G Details of Technical & Adnmistrative Personnel to be 91
Employed for the work.

8. Form H Details of construction plant drequipment likely to be 91

used in carrying out the work.

9. Form | Details of Statemendf Arbitration & Disputes 93
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SECTION VI - EVALUATION FORMATS

FORM O0ADO
FINANCIAL INFORMATION

I. Financial Analysis Details to be furnished duly supported by figureduitedbalance sheet/ profit
& loss
account for the last five years duly certified by the Chartered Accountant, as submitted by the applicant
to the Income Tax Department (Copies to be attached).

YearEnding on 31 Profit/ Loss Turnover Remarks
March

2015

2016

2017

2018

2019

Il. Financial arrangements for carrying out the proposed work:

lll. Statement of Revenue from Delhi/NCR in past 3 years

GST No (of Delhi/NCR)

Year Ending on 31 Turnover Remarks
March

2017

2018

2019

Signature oChartered Accountant with Seal Signature of Tenderer(s).
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FORM i BoO
FORM OF BANKERSO® CERTIFI CATE FROM A SCHEDU

This is to certify that to the Dbestof our knowledge and information that
MisilShééeééeééeééeeéeéééeé. having mar ginal |y not ed
our bank are/is respectable &can be treated as good for any engagement up to a limit of
(Rupeesééeééeéeéeéeéeéeceéeceecéeeceéeeéeéeée. )

This cetificate is issued without any guarantee or responsibility on the bank or any of the officers.

(Signaturg
For the Bank
NOTE

(1) Bankers certificates should be on letter head of the Bank, sealed in covesetithtemdering authority.
(2) In case of partnership firm, certificate should include names of all partners as recorded
with the bank.

L ED

add
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FORM ‘C’

DETAILS OF ALL WORKS OF SIMILAR CLASS COMPLETED DURING THE

LAST FIVE YEARS ENDING LAST DAY OF THE MONTH

S. [Nameof |Owneror |Costof |Dateof |Stipulated |Actual | Litigation/ |Name |Remarks
No | work/project| sponsoring | work commen | dateof  |date of | arbitration |and
“and organization | in crores | cement | completion compl-| cases address/
location of rupees| as per etion | pending/ |telephone
contract in progress | number
with details™| of officer
to whom
reference
may be
made
1 2 3 4 b 6 7 8 9 10
* Indicate gross amount claimed and amount awarded by the Arbitrator.
Signature of Bidder(s)
FORM ‘D’
PROJECTS UNDER EXECUTION OR AWARDED
S.No.|Name of Owneror  |Costof |Dateof |Stipulated |Upto Slow Name Remarks
work/project | sponsoring | workin  |commen |date of date Progress |and
and location | organization |crores  |cement |completion |percentage |if any and |address/
of rupees |asper progress |reasons | telephone
contract of work thereof number
of officer
to whom
reference
may be
made
1 2 3 4 5 6 7 8 9 10

Certified that the above list of works is complete and no work has been left out and that the information
given is correct to my knowledge and belief.

Signature of Bidder(s)
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FORM ‘E’
PERFORMANCE REPORT OF WORKS REFERRED TO IN FORMS ‘C"" & “D"

. Name of work/project & location
. Agreement no.

. Estimated cost

. Tendered cost

. Date of start

. Date of completion

(i) Stipulated date of completion
(ii) Actual date of completion

. Amount of compensation levied for delayed completion, if any
. Amount of reduced rate items, if any

. Performance Report
(1) Quality of work Very Good/Good/Fair/Poor
(2) Financial soundness Very Good/Good/Fair/Poor
(3) Technical Proficiency Very Good/Good/Fair/Poor
(4) Resourcefulness Very Good/Good/Fair/Poor
(5) General Behaviour Very Good/Good/Fair/Poor
Dated: Executive Engineer or Equivalent
FORM “F"
STRUCTURE & ORGANISATION
Name & address of the bidder
Telephone no./Telex no./Fax no.
Legal status of the bidder (attach copies of original document defining the legal status)
(a) An Individual
(b) A proprietary fim
(c) Afirm in partnership

(d) Alimited company or Corporation
Particulars of registration with various Govemment Bodies (attach attested photocopy)

Organisation/Place of registration Registration No.

1.

2

3.

Names and titles of Directors & Officers with designation to be concemed with this work.
Designation of individuals authorized to act for the organization

Was the bidder ever required to suspend construction for a period of more than six months continuously
after he commenced the construction? If so, give the name of the project and reasons of suspension
of work.

Has the bidder, or any constituent partner in case of partnership firm, ever abandoned the awarded
work before its completion? If s, give name of the project and reasons for abandonment.

Has the bidder, or any constituent partner in case of partnership firm, ever been debarred/black listed
for tendering in any organization at any time? If so, give details

90o0f 139




91of 139




